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1 Introduction

1.1 MS4 Program

This Illicit Discharge Detection and Elimination (IDDE) Plan has been developed by the T'own of
Uxbridge to address the tequirements of the United States Environmental Protection Agency’s
(USEPA’s) 2016 National Poliutant Discharge Elimination System (NPDES) Genetal Permit for
Stormwater Discharges from Small Municipal Separate Storm Sewer Systems (MS4) in Massachusetts,
hereafter referred to as the “2016 Massachusetts MS4 Permit” ot “MS4 Permit.”

The 2016 Massachusetts MS4 Permit requites that each petmittee, or regulated community, address six
Minimum Conttol Measures, These measures include the following:

Public Education and Qutreach

Public Involvemnent and Patticipation

Tllicit Discharge Detection and Elimination Program

Construction Site Stormwater Runoff Control

Stormwater Management in New Development and Redevelopment (Post Construction
Stormrwater Management); and

Good Housekeeping and Pollution Prevention for Permittee Owned Operations.

Bl ol

o

Under Minimum Control Measute 3, the permittee is required to implement an IDDE program to
systematically find and eliminate sources of non-stormwater discharges to its tnunicipal scparate storm
sewer system and implement procedures to prevent such discharges. The IDDE program must also be
tecorded in a written (hardcopy or electronic) document. This IDDE Plan has been prepated to address
this requirement.

1.2 lllicit Discharges

An “llicit discharge” is any dischatge to 2 drainage system that is not composed entitely of stormwatet,
with the exception of discharges putsuant to a NPDES permit (other than the NPDES permit for
discharges from the MS4) and discharges resulting from fire-fighting activities.

Hlicit discharges may take a vatiety of forms. Illicit discharges may enter the drainage system through
direct or indirect connections. Direct connections may be relatively obvious, such as cross-connections
of sewer services to the storm drain system. Indirect illicit discharges may be more difficult to detect ot
address, such as failing septic systems that discharge untreated sewage to a ditch within the MS4, or a
sump pump that discharges contaminated water on an intermittent basis.

Some illicit dischatges are intentional, such as dumping used oil (or other pollutant) into catch basins, a
resident ot contractor illegally tapping a new sewet Jateral into a storm drain pipe to avoid the costs of a
sewer connection fee and service, and illegal dumping of yard wastes into surface waters.

Some illicit discharges ate related to the unsuitability of otiginal infrastracture to the modern regulatory
environment. Examples of illicit discharges in this category include connected floor drains in old
buildings, as well as sanitary sewet overflows that enter the drainage system. Sump pumps legally
connected to the storm drain system may be used inapproptiately, such as for the disposal of floor

Town of Uxbridge
licit Discharge Detection and Elimination Plan
June 30, 2016



washwatet ot old household products, in many cases due to a lack of understanding on the part of the

homeowner.

Elimination of some dischatges may require substantial costs and efforts, such as funding and designing
a project to reconnect sanitary sewet laterals. Others, such as improving self-policing of dog waste
management, can be accomplished by outreach in conjunction with the minimal additional cost of dog
waste bins and the municipal commitment to disposal of collected materials on a regular basis.

. . PR . . . 4
Regardless of the intention, when not addressed, illicit dischatges can contribute high levels of -
pollutants, such as heavy metals, toxics, oil, grease, solvents, nutrients, and pathogens to surface watets.

1.3 Allowable Non-Stormwater
Discharges

"The following categories of non-storm water discharges are allowed undet the M54 Petmit unless the
permittee, USEPA or Massachusetts Department of Environmental Protection (MassDEP) identifies
any category ot individual discharge of non-stormwater dischatge as a significant contributor of
pollutants to the MS4:

o Water line flushing » Irrigation water, springs

* Landscape irrigation ¢ Water from crawl space pumps

» Diverted stream flows e Footing drains

» Rising ground watet ¢ Lawn wateting

*  Uncontaminated ground water s Individual resident car washing
infilteation (as defined at 40 CFR » De-chlorinated swimming pool
35.2005(20)) discharges

e Uncontaminated pumped groundwater s  Street wash waters

e Discharge from potable water soutces ® Residential building wash waters

e  Foundation drains without detergents

s Air conditioning condensation

If these dischatges are identified as significant contributors to the M54, they must be considered an
“iilicit discharge” and addressed in the IDDE Plan (i.e., contzol these sources so they are no longer
significant contributots of pollatants, and/or eliminate them entirely).

1.4 Receiving Waters and
Impairments

Table 1-1lists the “impaired waters” within the boundaties of Town of Uxbridge’s regulated area based
on the 2016 Massachusetts Integrated List of Watets produced by MassDEP every two years. Impaired

waters are water bodies that do not meet water quality standards for one or mote designated use(s) such
as tecteation of aquatic habitat.
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Table 1-1. Impaired Waters

Town of Uxbridge, Massachusetts

T T T e T T [ pssociated. |
;Water Body Name .. . SegmentID. (Category | Impairment(s) | Approved TMDL
Blackstone River 51-04 & 51-05 5 Bacteria, Phosphorus, N/A

. Solids, etc. _ '
Murnford River 51-14 5 | Phosphorus, Solids, etc. N/A
- West River 51-12 5 Chloride, Solids, etc, N/A

Category 4a Waters — impaired water bodies with a completed Total Maximum Daily Load (TMDL).
Category 4c Waters — impaired water bodies where the impairment is not caused by a pollutant. No TMDL
required. '

Category 5 Waters — impaired water bodies that require a TMDL.

“Approved TMDLs” are those that have been approved by EPA as of the date of issuance of the 2016 M54
Permit.

1.5 IDDE Program Goals, Framework,
and Timeline

‘The goals of the IDDE program ate to find and eliminate illicit discharges to municipal sepatate storm
sewct system and to prevent illicit dischatges from happening in the future. The program consists of the
foliowing major components as outlined in the MS4 Permit:

»  Legal authority and regulatory mechanism to prohibit illicit discharges and enforce this
prohibition

»  Stottn system mapping

e Inventoty and ranking of outfalls

¢ Dry weather outfall screening

s Catchment investigations '

o Identification/confirmation of illicit sources

¢ llicit discharge removal

e Followup screening

» Employee training,

The IDDE investigation procedute framework is shown in Figure 1-1. The tequited timeline for
implementing the IDDE program is shown in I'able 1-2.
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Figure 1-1. IDDE Investigation Procedure Framework

Table 1-2. IDDE Program Implementation Timeline

 Completon Date from Efectve Dteof permit

|DDEProgramRequtrement R R e

| Written IDDE Program Plan X

SSO Inventory X

Written Catchment Investigation
Procedure

Phase | Mapping “ " X

Phase Il Mapping " ¢

| IDDE Regulatory Mechanism or By-
law (if not already in place)
Dry Weather Outfall Screening

mi£ol|ow~up Ranking of--Outfalls and
Interconnections

Catchment Investigations — Problem
Qutfalls

Catchment Investigations — all
Problem, High and Low Priority X
Qutfalls

1.6 Work Completed to Date

The 2003 MS4 Permit required each MS4 community to develop a plan to detect illicit discharges using a
combination of storm system mapping, adopting a regulatory mechanism to prohibit illicit discharges
and enforce this prohibition, and identifying tools and methods to investigate suspected illicit discharges.
Each MS4 community was also required to define how confirmed discharges would be eliminated and
how the removal would be documented.

The Town of Usbridge has completed the following IDDE program activities consistent with the 2003
MS4 Permit requirements:

s Developed a map of outfalls and receiving watets
s Adopted an IDDE bylaw ot regulatory mechanism (within Stormwater Bylaw)
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¢ Developed procedutes for locating illicit discharges (i.e., visual screening of outfalls for dry
weather discharges, dye ot smoke testing}

¢ Developed procedutes for locating the source of the discharge

¢ Developed procedutes for temoval of the source of an illicit discharpe

¢ Developed procedutes for documenting actions and evaluating impacts on the storm sewet
systern subsequent to removal

In addition to the 2003 MS4 Permit requitements, othet IDDE-related activities that have been
completed include:

s SSO inventory
» Additional storm system mapping, including the locations of catch basins, manholes and pipe

connectivity

2 Authority and Statement of IDDE
Responsibilities

2.1 Legadl Authority

The Town of Uxbridge has adopted a Stormwatet Bylaw (Adopted November 10, 2015 Town Meeting).
A copy of the Stormwater Bylaw is provided in Appendix A. The Stormwater Bylaw provides the Town
of Uxbridge with adequate legal anthority to:

e Prohibit illicit discharges

s Investigate suspected illicit discharges

*  Eliminate illicit discharges, including dischatges from properties not owned by ot controlled by
the MS4 that discharge into the M54 system

» Implement approptiate enforcement procedures and actions.

‘The Town of Uxbridge will review its cutrtent Stormwater Bylaw and related land use regulations and
policies for consistency with the 2016 MS4 Permit.

2.2 Statement of Responsibilities

"I'he Planning Board is the lead municipal agency ot department tesponsible for implementing the IDDE
program pugsuant to the provisions of the Stormwater Bylaw. The Department of Public Works is the
lead municipal agency responsible for outfall investigations and remediation, Other agencies or
departments with responsibility for aspects of the program include:

o Highway Department — Stormwater system.

»  Sewer Department — Sewer system.

®  DBuilding Inspector and/or Code Enforcement Officer — Building within town and possible
enforcement of the Stormswater Bylaw.

e Licensed Plumbing Inspector — Plumbing systems.
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¢ Health Department — Health inspections including but not limited to septic system and
restautratis.

» Conservation Agent — Wetland permitting and site construction.

* Conservation Commission — Wetland petmitting and site construction.

 Planning Board — Stormwatet Bylaw and Regulations. Site plan and subdivision permitting and
construction.

o Board of Selectmen — Oversight of Town. Possible involvement in negotiations/ fines to
remove illicit discharges. ‘

¢ Town Administrator and/or Mayot - Oversight of Town. Possible involvement in
negotiations/fines to temove illicit discharges.

All the above offices should respond to complaints, investigate potential violations and
take/recommend,/ coordinate approptiate actions as part of their duties.

3 | Stormwater System Mapping

The Town of Usbridge originally developed mapping of its stormwater system to meet the miapping
requirements of the 2003 MS4 Permit. A copy of the existing storm system map is provided in
Appendix B. The 2016 MS4 Permit requites a more detailed storm system map than was required by
the 2003 MS4 Petmit. The tevised mapping is intended to facilitate the identification of key
infrastructure, factots influencing proper system opetation, and the potential for illicit discharges.

The 2016 MS4 Permit requires the storm system map to be updated in two phases as outlined below.
The Depattment of Public Works is tesponsible for updating the stormwater system mapping pursuant
ta the 2016 MS4 Permit. The Town of Uxbridge will report on the progress towards completion of the .
storm system map it each annual report. Updates to the stormwater mapping will be included in
Appendix B.

3.1 Phase | Mapping

Phase T mapping must be completed within two (2) years of the effective date of the permit (uly 1,
2020) and include the following information:

e Outfalls and receiving waters (previously required by the M54-2003 permit)

s  Open channel conveyances (swales, ditches, etc.)

s Interconnections with other MS4s and other storm sewer systems

+  Maunicipally owned stormwater treatment structutes

e Watet bodics identified by name and indication of all use impairments as identified on the most
recent EPA approved Massachusetts Integrated List of Watets report

e TInitial catchment delineations. Topographic contours and drainage system information may be
used to produce initial catchment delineations.

The Town of Uxbridge has completed the following updates to its stormwater mapping to meet the
Phase I requirements:
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» Qutfalls and receiving waters {previously required by the MS4-2003 permit)
s Interconnections with other MS4s and other storm sewer systems
*  Municipally owned stormwater treatment structutes

The Town of Uxbridge will update its stormwater mapping by July 1, 2020 to include the remaining
Phase I information.

3.2 Phase Il Mapping

Phase 1T mapping must be completed within ten (10) years of the effective date of the permit (July 1,
2027) and include the following information:

e Quitfall spatial location (latitude and longitude with a minimum accaracy of +/-30 feet)

» Tipes

e Manholes

»  Catch basins

* Refined catchment delineations. Catchment delineations must be updated to reflect information
collected duting catchment investigations.

*  Municipal Sanitary Sewet system (if available)

*  Municipal combined sewer system (if applicable).

The Town of Uxbridge has completed the following updates to its stormwater mapping to meet the
Phase II requirements:

o Qutfall spatial location (latitude and longitude with a minimum accuracy of + /-30 feet)
¢ Pipes

e Manholes

¢  (atch basins

e  Municipal Sanitary Sewer systetmn

The T'own of Usbtidge will update its stormwater mapping by July 1, 2028 to include the remaining
following Phase II information.

3.3 Additional Recommended
Mapping Elements

Although not a requirement of the 2016 MS4 Permit, the Town of Uxbridge has included the following
recommended elements in its storm system mapping:

®  Storm sewet material, size (pipe diameter), age
e Sanitary sewer system material, size (pipe diameter), age
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4 Sanitary Sewer Overflows (SSOs)

The 2016 MS4 Permit requires municipalities to prohibit illicit discharges, including sanitary sewer
overflows (S5Os), to the separate storn sewet system, SSOs ate discharges of untreated sanitary
wastewatet from a municipal sanitary sewer that can contaminate sutface waters, cause serious water
quality problems and property damage, and threaten public health, SSOs can be caused by blockages,
line breaks, sewer defects that allow stormwater and groundwater to ovetload the system, power failures,
improper sewer design, and vandalism.

The Town of Uxbridge has completed an inventory of SSOs that have dischatged to the MS4 within the
five {5) years prior to the effective date of the 2016 MS4 Permit, based on review of available
documentation pertaining to SSOs (T'able 4-1). The inventory includes all SSOs that occurred during
wet ot dry weather resulting from inadequate conveyance capacities ot where interconnectivity of the
storm and sanitaty sewer infrastructure allows for transfer of flow between systems.

Upon detection of an 88O, the Town of Uxbtidge will eliminate it as expeditiously as possible and take
intetim measures to minimize the discharge of pollutants to and from its MS4 until the S50 is
elitninated. Upon becoming aware of an SSO to the MS4, the Town of Uxbridge will provide oral notice
to EPA within 24 hours and written notice to EPA and MassDIIP within five (5) days of becoming
awate of the S5O occurrence.

The inventoty in Table 4-1 will be updated by the Department of Public Works when new 5SOs are
detected. The SSO inventory will be included in the annual repott, including the status of mitigation and
cotrective measures to address each identified SSO.
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5 Assessment and Priority Ranking of Ovifalls

The 2016 MS4 Permit requires an assessment and priority ranking of outfalls in terms of their potential
to have illicit discharges and SSOs and the related public health significance. The ranking helps
determine the priotity ordet for performing IDDE investigations and meeting permit milestones.

5.1 Ouffall Catchment Delineations

A catchment is the atea that drains to an individual outfall’ or interconnection.” The catchments for each
of the MS4 outfalls will be delineated to define contributing areas for investigation of potential sources
of illicit discharges. Catchments are typically delineated based on topographic contours and mapped
drainage infrastracture, whete available. As described in Section 3, initial catchment delineations will be
completed as part of the Phase I mapping, and refined catchment delineations will be completed as part
of the Phase I mapping to teflect information collected duting catchment investigations

5.2 Ouvutfall and Inferconnection
Inventory and Initial Ranking

The Depattment of Public Works will complete an initial outfall and interconnection inventory and
priotity ranking to assess illicit discharge potential based on existing information. The initial nventoty
and ranking will be completed within one (1) year from the effective date of the permit. An updated
inventory and ranking will be provided in each annual report thereafter. The inventory will be updated
annually to include data collected in connection with dry weather screening and other refevant

inspections.

" The outfall and interconnection inventoty will identify each outfall and interconnection discharging from
the MS4, record its location and condition, and provide a framework for tracking inspections, screenings
and other IDDE program activities.

Outfails and interconnections will be classified into one of the following categories:

1. Problem Outfalls: Qutfalls/interconnections with known or suspected contributions of illicit
discharges based on existing information shall be designated as Problem Outfalls. This shall
include any outfalls/interconnections where previous screening indicates likely sewer input.
Likely sewet input indicators are any of the following:

! Qutfall means a point source as defined by 40 CFR § 122.2 as the point where the municipal separate stotm
sewer discharges to watets of the United States. An outfall does not include open conveyances connecting two
municipal separate storm sewets or pipes, tunnels or other conveyances that connect segments of the same stream
or other waters of the United States and that are used to convey watets of the United States. Culvests longer than a
simple road crossing shall be included in the inventory unless the pernittee can confirm that they are free of any
connections and simply convey waters of the United States.

* Intesrconnection means the point (excluding sheet flow over impetvious surfaces) whete the permittee’s MS4
discharges to another M34 or other storm sewer system, through which the discharge is conveyed to waters of the
United States or to another storm sewct system and eventually to a water of the United States.
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*  Olfactory or visual evidence of sewage,

* Ammonia = 0.5 mg/L, surfactants = 0.25 mg/I., and bacteria levels preater than the
water quality criteria applicable to the receiving water, ot

* Ammonia = 0.5 mg/L, surfactants = 0.25 mg/IL, and detectable levels of chlotine.

Dry weather screening and sampling, as described in Section 6 of this IDDE Plan and Part
2.3.4.7.b of the MS4 Permit, is not required for Problem Outfalls.

2. High Priority Qutfalls: Qutfalls/interconnections that have not been classified as Problem
Outfalls and that are:

e Dischatging to an area of concern to public health due to proximity of public beaches,
recreational areas, drinking water supplies or shellfish beds

s  Determined by the petmittee as high ptiority based on the characteristics listed below
or other available information,

3. Low Priority Outfalls: Outfalls/interconnections determined by the permittee as low priotity
based on the characteristics listed below or other available information.

4, Excluded outfalls: Qutfalls/interconnections with no potential for illicit discharges may be
excluded from the IDDE program. This category is lunited to roadway drainage in undeveloped
areas with no dwellings and no sanitary sewers; drainage for athletic fields, parks or undeveloped
green space and associated patking without services; cross-country drainage alignments (that
neither cross nor are in proximity to sanitaty sewer alightnents) through undeveloped land.

Outfalls will be ranked into the above priority categories (except for excluded outfalls, which may be
excluded from the IDDE program) based on the following chatacteristics of the defined initiat
catchment ateas, whete information is available. Additonal relevant characteristics, including location-

specific characteristics, may be considered but must be documented in this IDDE Plan.

¢ Previous screening results — previous screening/sampling results indicate likely sewer input
{see criteria above for Problem Outfalls).

¢ Past discharge complaints and reports.

s Poor receiving water quality — the following guidelines are recommended to identify waters as
having a high illicit discharge potential:
o Bxceeding water quality standards for bacteria
6 Ammonia levels above 0.5 mg/1
o Surfactants levels greater than ot equal to 0.25 mg/1

¢ Density of generating sites — Generating sites are those places, including institutional,
municipal, commercial, or industrial sites, with a potential to generate polhatants that could
contribute to illicit discharges. Examples of these sites include, but are not limited to, car
dealets; car washes; pas stations; garden centers; and industrial manufacturing areas.
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s Age of development and infrastructure — Industrial areas greater than 40 years old and areas
where the sanitaty sewet system is more than 40 years old will probably have a high illicit
discharge potential. Developments 20 years or younger will probably have a low illicit dischatge
potential.

» Sewer conversion - Conttibuiing catchiment areas that were once serviced by septic systems,
but have been convetted to sewet connections may have a high illicit discharge potential.

» Historic combined sewer systems — Contributing areas that were once serviced by a
combined sewer systetn, but have been sepatated may have a high illicit discharge potential.

e Surrounding density of aging septic systems — Septic systems thirty years or older in
residential land use areas are prone to have failures and may have a high illicit discharge
potential.

* Culverted streams — Any river or stream that is culverted for distances greater than a simple
* roadway crossing may have a high illicit discharge potential.

s  Watet quality limited waterbodies that receive a discharge from the MS4 or waters with
approved TMDLs applicable to the pesmittee, where illicit discharges have the potential to

contain the pollutant identified as the cause of the water quality impairment.

Table 5-1 provides a sample format for an outfall inventory and priotity ranking matrix.
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Table 5-1. Outfall Inventory and Priority Ranking Matrix

Town of Uxbridge, Massachusetts
Revision Date: ##DATE OF LAST UPDATE

. A 1o Prewous Screemng 1 to Area of . Frequency of Receiving"'_ Den51ty of -' Age of i
SESOEO i - 5 A S C_ombmed Culverted -
Outfali 1D : --.Results Indlcate leely _Concern to | Past Dlscharge o Water,. - Generatmg_ ;._Deve[opment/ L SEewers oF - g Streams?s :
S |\ Public ~ | Complaints i Quality’ }:'lnfrastfucwre septicz® | : o
I He.al_th? e R A PR g DR
S "'--Land USEII

1 6IsMaps

| rownsuat

“Impaired -
Waters

'Land Use/G]S.": .. ..l'nformatlon o
“Maps, Aerial 7| L

LandUse, 1

‘-__Gi's and.
Storm System_

o prioriy

!nformat[on50urce : "‘.'Photography'-_- “Visual - TownStaff M aps
_ e Observat:on S e
e Yes 3(Pr0blem Outfall) 17 Yes=3 Frequent 3 Po?rﬁ 2 ngh 3 High=3 “Yes=3 | Y@5-=3
(ScoringGrteria. LS o0 ] ez | Qutional=g | pareto | vedium=2 |- Medum=2 | - No=o | M=o |:
Sample 1 | XYZ River 3 0 2 0 2 1 0 None 11 Problem
 Sample2 | XYZlake 0 3 0 3 1 2 3 None 15 High Priority
Sample 3 | XYZ Stream 0 0 2 0 1 1 0 None 4 Low Priority

Scoring Criteria:
* Previous screening results indicate likely sewer input if any of the following are true:

? Qutfalls/interconnections that discharge to or in the vicinity of any of the following areas: public beaches, recreational areas, drinking water supplies, or shellfish beds

Olfactory or visual evidence of sewage,

Ammenia 2 0.5 mg/L, surfactants 2 0.25 mg/L, and bacteria levels greater than the water quality criteria applicable to the receiving water, or

Ammonia 2 0.5 mg/L, surfactants 2 0.25 mg/L, and detectable levels of chlorine

3 Receiving water quality based on latest version of MassDEP Integrated List of Waters.
Poor = Waters with approved TMDLs (Category 4a Waters) where illicit discharges have the potential to contain the pollutant identified as the cause of the impairment

Fair = Water quality limited waterbodies that receive a discharge from the M54 (Category 5 Waters) {Used 15 for fair to scueue numbers as water quality impairments for Blackstone, Mumford and West Rivers necessitate them being categorized as High

Priority)

Good = No water quality impairments

* Generating sites are institutional, municipal, commercial, or industrial sites with a potential to contribute to illicit discharges {e.g., car dealers, car washes, gas stations, garden centers, industrial manufacturing, etc.)

5 Age of development and infrastructure:
. Industrial areas greater than 40 years old and areas where the sanitary sewer system is more than 40 years old — (Use 82 USGS for Industrial, sewer system not older than 40 vears so n/fa)
L}

L]
% Areas once served by combined sewers and but have been separated, or areas once served by septic systems but have been converted to sanitary sewers. {no combined sewer, use areas that got sewer from 1979 to 1991 and were on the 1982 usgs, 1996 was title v)

High =

Medium = Developments 20-40 years old — {Use 2001 Orthophoto)
Low = Developments less than 20 years old — {Remaining parcels)

7 Aging septic systems are septic systems 30 years or older in residential areas. — {Use 1995 Orthophoto)
& Any river or stream that is culverted for distance greater than a simple roadway crossing. {In the

Town of Uxbridge
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NPDES M54 Outfall Inventory

otis Streénin

Mumford River

| Blackstone River

22|High Priority

¥ |Mumford River 15 1 o 28|High Priority
Y |Biackstone River 15 Bl g 27]High Priority _
¥ |Biackstona River 15 ED ¢ 27|High Priority
¥ |Mumford River 15 S R " 77| tigh Priority
¥ [Blackstone River BT Y o 26/ High Priority
Y [Mumford River 15 1 T T o 25 High P(ﬁiﬁﬁf )
¥ |Mumiord River 15 Taf T "24|High Priority .
X Blackstane River - 15 R _7 24 |High Priority
Blackstone River 15 i 24|High Priority
Mumford River 15 3 - T " "24|High Priority
Mumford River - 15 ) I 24]High Pelority
“TMumford River 15 3 B 24{High Priority
Mumnford River 15 al” i Y High Priority
Mumford River - Y ) 3 - 24|High Priority i
West River 15 1 - 24|High Priarity
Woest River i5 3 24 High Priority -
Blackstone River Y } 1 24[High Priority
Mumford River 15 E - 24 igh Pri-c;i'-i.{\-,.'n .
Mumford River i 15 al i "24|High Priority
[Mumford River 15 3 24|High Priority
Mumford River 15 3] ~ 24/High Priority
west River 15 3 ] 24{High Priority
West River “15 I 24|High Priority
West Niver B 15 3l 24|High Priority
West River 15 1 24|High Priority -
Biackstone River gl B T3 i 24|High Priori
Blackstone Rivar 15 3"
Blackstone River 15 3 23|High Priority 7
Mumiord River 15| i - ) 23/High Priority
Mumford Rivar 15 2 3 H-iwg-l-i 'i";ibrity
Blackstone River 15 2 23|High Priority .
West River 15 a 22|High Priority
Biackstane River 15 z T 'Hig‘r‘x'Priurity
Mumford River 15 1 22{High Priority
Muenford River 15 1 ~ 22[High Priority
Mumford River 15 1 32 High Priority
Mumford River o 15 ) R 22| High Priority ]
Murmford River 15 1 __22|High Priority

22|High Priority

il e e e e R R e e e e e e e e B e e R S e e e e e R e e e L P I B B B e g o 1l IO 3 3 [ 13 ) (0 (S ) ) (P YUY (e (A S UV DU ) Y O

QQGOOOGOOOIOOOODDQQQQQGOQGODODOC\COOOQDDQDQOC}WD'DOQ‘OOOOQDDDOOGOODDOOOOwaW

Printed: 6/24/201% 2:13 PM
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Blackstone River 15 2 22(High Priority
West River 15 3 . 22}High Priority ]
West River i 3 o 22/ High pririty
Blackstone River B 15 I T e 22{High Priority
West River ) 15 1 - 21|High Priority .
West River 15 Y 2%|High Priority
West River 15 1 T 21 uHigh Priority
West River o 15 1| 21{High Priority
Blackstone River 15 T 1 21 F_f_i_gﬂ_g_r_igrity
Blackstone River S B 15 I _ 21jHigh Priority
West River 15 o T 21{High Prioeity |
West River 15 ) ! ] 21{High Priority .
West River 15 1] - 21]High Priazity
West River _ 15 1 21{High Priority ]
Blackstone Alver 15 ! _ 21/High Priority .
Blackstona River 15 1] 21/|High Pricrity
M‘l‘.l‘mf()l’d River 15 1 T n High Priority
Mumiord River ’ 15 1 e 21[High Priosity -
Murnford River 15 1 21[High Priority
Mumford River B 15 1| 21|High Pricrity
_|. ¥ |mumford River 1 1 _ alHighpriority
West River 15 BEN o 21|High Pricrity
Blackstone River i 15 1 ) o 21 High Priority
Mumford River T ! 0 21[High Priority I
Blackstane River 15 N ] 0 21[High Priority
Biackstone River 15 1 o 0 21 High Priority
Blackstone River 15 1 T oo 21High Priority ]
West River ] 15 R 0 21High Priority
West River 15 il 0 - 21 i—lléh Priority
West River T 1 o 21 |High Priority - B
West River 15 KN - o "~ 21|High Priority B
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NPDES MS4 Qutfall Inventory

[

OF-78 Y [west River 0 0 0 15 1 2 i 3 0 21|High Priority

OF-75 Y |West River 0 0 0 15 I 2 0 3 N 21]High Priority

OF-g Y [West River 0 0 0 15 I 2 0 3 0 21|High Priority

OF80 Y [Blackstone River 0 o 0 15 ED 2 0 3 - 8 21| High Priority

OF-81 ¥ |West River 0 o 0 15 1 2 0 3 0 21[High Priosity

OF-85 Y |Blackstone River Co” 0 0 15 1 2 0 3 o 21[High Pricrity

OF-86 ¥ {Blackstene River 0 0 0 15 o 2 0 3 ST 21| High Priority

OF9 ¥ |westRiver 0 0 0 15 1 2| 0 3 o 21| High Priority

OF-93 ¥ _|Blackstane River o 0 of 15 1 2 0 3 R 21|High Priority

0F-94. ¥ {Blackstone River 0 "o 0 15 ol F] 0 3 o 21jHigh Priority

OF-95 | ¥ iplackstone River | 0 0 0 15 1 2 0 3 o 21[High Priority

OF-137 ¥ |west River o 0 o 15 T 1 0 3 N 20|High Priority

OF-207 Y [Blackstone River 0 "o 0 15 R 1 3 0 o~ 20jHigh Priority

oF-231 Y |westRiver 0 0 0 15 ] 1 0 BE 0 20| High Priority

05-335 Y [west River 0| 0 il 15| 1 1 3 o T o 20{High Priority

OF-357 v |Blackstane River 0 0 0 15 il 1 o 3 ] 20| High Priority

OF-4 ¥ | Westriver T 0 0 0 15 3 2| o 0 0 20|High Priority

OF-76 ¥ |West River o 0 0 15| B 1 0 3 0 20[High Priority

0F01 | Y (West River 0 0 0 15 oy 1 0 0 0 15]High Priority

OF-100 Y |Westhver |7 0 o 0 15 | i 0 0 o 18| High Prioity

OF-204 ¥ _|Mumford River o 0 a 15 2 1 0 0 0 18|High Priority _

OF-214 v |Bla i 0 0 0 15 R 2 0 0 9 18|High Priority

OF-215 v [Bi 0 0 0 15 1 2} 0 0 o 18{High Priority

OF-216 ¥ |Blackstone River "o 1] o 15 T T2 4] 0 0 18|High Priority

OF-247 | Y _|Blackstone River 0 o 0 15 1 2 o] 0 o 18|igh Priority

OF-324 Y Blackstone River 0 0 0 15 1 2| 0 0 o 18 High Priority

OF-352 ¥ |Blackstone River "o o| ol 150 Tl T2 [A] o 0 18High Priosity

OF-360 Y |Blackstone River 0 ] 0 15 1 2 o 0 0 18} High Priority

OF-73 Y [westRiver 0 o 0 15 1 2| 0 c 0 18| High Priority

aF99 Y |West River ) o " 0 15 Ty 1 0 o o 18[High Priority

OF-103 Y [West River 0 of . 0 15 1 1 g 0 0 " 17|High Priority

OF-108 ¥ |West River 0 0 0 15 1 1 0 o 0 17|High Priority

OF-182 ¥_[Blackstone River 0 0 0 15 1 1 o 0 D 17| High Priosity

OF-184 Y |Blackstone River 4] 0 ] 15 1 1 0 0 o] 17[High Priczity

OF-19 Y {Blackstone River o 0 0 15 i 1 i) o 0 17|High Priority

OF-20 Y iBlackstone River | 0 0 "o 15 1 1 0 0 9 17| High Priority

OF-21 ¥ |WestRiver D 0 0 15 1] 1 0 o ) 17]High Priority N
OF-2339 ¥ [Mumford River o] 0 o 15 1 1 0 0 0 17| High Priority

OF-30 Y |Mumford River 0 0 0 is 1 1 0 0 0 17 High Priority

OF300 | Y |Blackstone River b 0 0 i5 1 1 0 0 o 17|High Priority

OF-301 ¥ _{Blackstone River i 0 ol 15 1 1 0 0 0 17|Righ Priority

OF-31 | ¥ |Mumford River ¢ 0 0 15 1 1 0 0 0 17|High Priority

OF-321 ¥ |Blackstone River o 0 0 15 1 1 0 o K 17|High Priority |
OF-328 Y |west River a o 0 15 i 1 0 g o 17| High Priarity

Qr-336 Y |West River 4 0 0 15 1 1 0 o Y 17|High Priarity

OF-51 v |Biackstone River g 0 0 15 1 1 0 o| 0 17| High Priozity

OF-54 Y |Blackstone River G o o 15 k] 3 o o0 0 17|High Pricrity

(OF-67 ¥ |West River o 0 o 15 1l 1 ¢ 0 0 17|High Prority
GET2 ¥ |Blackstone River ol 0 o 15 1 1| 0 0 a 17! High Priority T
COF-83 ¥ |Blackstone River & o o 15 1 i 1 o ] a oz High Priority

OF88 . ....).Y |Blackstane River o 0 0 15 1 1 0 0 B 17|High Priority

OF-98 Y |West River ol 0 o] 15 1 1 "o o 0 17|High Priority

OF-244 ¥ [Blackstone Canai 0 3 N "o BE 3 3 0 - of _12lLow Priority

OF245 .Y |Blackstone Canat g 3 o 0 3 3 3 0 0 £2[Low Pricrity

ar-35 ¥_|Rivulet Braok 0 0 0 0 3 3 3 0 0 9/Low Priority __
CF-141 Y |Cold Spring Brook e o o o 1 2 3 3 0 4| Low Priority

OF-142 Y |Cold Spring Brook o 0 of 0 1 2 3 3 o 5|Low Priority

OF-208 Y |coldspring Brook | o 0 P) 0 1 2 3 3 iC o[tow Priority ]
OF-209 ¥ |Cold Spring Brook o 0 o~ 0 B 2 3 E o o] Low Priority

OF-225 ¥ _|Blackstone Canat 0 o 0 o T 2 3 3 R 9| Low Friority

OF 24 v_|ColdSpring Brook | 0 0 0 0 1 2 3 3 0 9lLow Priority |
OF-26 ¥_[Cotd Spring Brook ‘0 0 0| 0 N 2 3 3 0 3\ Low Priority

OF-284 ¥_|Cotd Spring Brook 0 "o 0 9 1 2 3 3 B 9|Low Priority

OF-285 ¥ |Cold Spring Brook a B 0 0 0 1 2 3| 3 0 9liow Priarity |
OF-49 Y |Bacon Brook 0 0 0 “o 3 3 i) 3 o 9|Low Priority

OF-50 Y jBacon Brook 0 0 0 0 3 3 0 3 o 9]Low Prierity

OF-271 ¥ |Brackstone Canal_ 0 0 0 0 1 3l 0 3 0 7[Low priority
|OF-224 ¥ | Blackstane Canal 0 0 o 0 Bl 3 o 3 _ 0 7|Low Priority

OF-254 v_|Drabblesail Braok 0 0 0 0 i 2 3 0 a0 7|Low Priority

OF-286 v |Drabbietail Brook 0 0 0 0 2 2 3] 0 0 7[eow riority

OF-33 Y |Taft Pand T o of 0 Bl 3 3 c N 0 7|Low Priority

0OF-337 Y |Rivuiet Brook 0 0 0 0 I 3 3 0 T o 7jlow Friority

OF-36 Y |Rivuiet Brook o 0 0 0 T_ 3 3 0 9 7|Low Priority

Printed: 5/24/2019 2:13 PM
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NPDES MS4 Outfall inventory

Printed: 6/24/20192:13 PM

OF-37 Y |Rivulet Brock 0 0 0 0 Bl 3 3 0 o 7\Low Priority
OF-47 ¥ |lronstone Reservoir Q 0 0 k) _1' - 3 0 3 " 7|Low Prioiity ]
OF111 Y |Hecla Canal "ol 0 o 0 K 2 3 o o &[Low Priority
OF-146 1 ¥ |Cold Spring Brock 0 0 0 0 T 2 a 3 o ol 6| Low Pricrity
OF-159 ¥ |lackey Pand 0 "o 0 0 R 2 o 3 ] " 6|Low Priority 1
OF-200 Y |Drabbletait Brook 0 0 o 0 ET 2 3 0 o 6| Low Priority
OF-203 ¥ |Drabbietait Brook [i 0 0 0 iy 2| 3 0 o 6|Low Priority
OF-220 1 ¥ |Blackstane Canal 0 0 0 0 T 2 0 3 T o &|Low Priarity L
oF 222 Y |Blackstone Canal o) 0 o 0 E 2 0 3 0 6|Low Priority
|OF-223 ¥ |Blackstone Canal 0 0 0 o 1 2 0 3 _'7 o 7 6| Low priority
OF-253 ¥ _|Drabbletail Brook 0 o 0 0 T 2 3 [ 0 b|Low Priority R
OF-261 ¥ |coldSpring Brook | Tl 0 0 0 a 2 3 ¢ ) 6{Low Priority
0OF-273 | ¥ |orabbletail Brook 0 o 0 ol | 2 3 ol - 8 6|Low Priority
OF-274 Y |Farrel Brook 0 o 0 0 R 2 o 3 Ty 6|Low Priority ]
OF-276 ¥ |coidspring Breck ¢ o o To| 0 N 2 0 3 o 0 6[Low Priority
OF-277 v _|Rivulet Pond 0 o B 0 0| 1 2 0 T3 ol 6|Low Priority
OF-279 ¥ | Rivutet Pond 0 o 0 0 I 2 0 3 0 6|Low Priarity |
OF-28 ¥ _|Rivuiet Pond ol 0 ol 0 i z 3 0 0 6/Low Priority
OF-280 Y |Cold Spring Brook 0 G 0 o~ B 2 0 3 o 6|Low Pricrity
OF-281 1Y "|Coid Spring Braak 0 o 0 "o o 2 0 3 0 6|Low Priority B
OF-282 Y |Cold Spring Brook | 0 o ol 0 7 2 ol 3 o 6|Low Priority
OF29 | Y |Rivulet Pond 0 0 ) 0 o 1 2 3 0 0 6|Low Priorlty
OF-91 Y |Still Corner 8rook 0 0 0 0 i1 2 [ 3 - 0 6| Low Priority ]
0F-92 Y |Still CornerBrook | o 0 "o 0 1 2 o 3 o Bl Low ?riority
OF-196 ¥ _IDrabbletail Brook 0 o 0 0 1 1 o 0 0 2{Low Priority
OF-275 Y |Farrel Brook o 0 0 0 1 1 0 3 0 5iLow Priority B
OF-102 Y |Recla Canal i o 0 o 0 3 1 o 0 o 4]Low Priority
OF43 ] .Y |lronstone Reservoir ¢ 0 0 0 o 2 0 o g 4|tow Priority
0F-179 Y | Cold Spriag Brook B 0 0 0 1 2 0 0 0 3itow Priority ]
©F-180 Y |Cold Spring Brook 0 0 ) 0 1 2 o 0 o 3|Low Priority
OF-186 Y |brabbletail Brook 0 0 0 “o T 2 0 "o 0 3{Low Priority
OF-205 ¥ |Drabbletail Brook a 0 0 0 7 1 0 a 0 3|Low Pricrity
0F-206 ¥ _|Drabbletail Brook 0 0 0 0 2 1 0 0 il 3|Low Priority
OF-219 Y IBlackstone Canal 9 o 0 "o 1 2 0 0 0 3| ow Priority
OF-259 ¥ |cold Spring Brook | ol 0 0 0 1 2 0 0 0 3|tow priority
OF-260 | Y |ColdSpring Brook 0 0 1] 0 1 2 0 ol [ 3|Low Priority
OF-262 ¥ |Drabbletail Brock 0 "0 ) 0 1 2 0 0 0 3{Low Priority
0OF-253 v [Drabhletafl Brock e "0 0 ol 0 1 2 0 0 0 3|Low Priority
OF-264 | ¥ |Drabbletail Brook 0 0 1] o 1] 2 a 0 0 3{Low Priority
OF-265 ¥ |brabbietail Brook 0 0 o - 0 1 2 [ 0 0 3|Low Priority
OF-266 Y iDrabbietail Brook 0 1] o 0 1 z ol 0 8 3|Low Priority
OF-267 | ¥ iDrabbletail Brook 0 o -0 o 1 2 O 0 o 3jLow Priority
OF-268 v [prabbletail Broak 0 0 0 0 1 2 0 0 0 3|Low Priority ]
OF-269 ¥ |brabbletzil Brook o 0 o 0 1 2 a G 0 3|Low Pricrity
Y_|Drabbletzil Brook 0 o 0 "o 1 2 0 ] 0 3|Low Priority
v _|Drabbletail Brook o 0 0 0 1 2 0 0 0 sllowpioriey |
Y |Drabbletail Brook 0 [(] 0 1] 1 2 0 o 0 3|tow Priority
1. |Drabbletail Brook 0 o 0 To 2 1 0 0 T o 3|:0w Priarity
Y |Ironstone Reservoir To| 1] 4] 0 2 1 [t} 0 9 3ilow Priority ]
¥ {lronstone Reservoir 0 0 1] 0 2 1 o o "o 3|Low Priority
¥ _|mecta Canal 0 o 0 0 1 1 o o T o #Law Priority
¥ |Whitnpond | o 0 0 0 1 1 0 o 0 2[Low Priority R
¥ |wWhitin Pond 0 0 0 0 1 1 0 0 o 2|Low Priority
¥ |Cold spring brook 0 o} 0 Tl 1 1 0 o g 2{Low Priority
Y |Taft Pond 0 0 0 o 1 1 0 0 o 2]Low Priority
Y |Taft Pond - i 1] 0 " o 1 1 0 1] i 2 |Low Pricrity
Y _|Happy Hollow Brook 0 o 0 To 1 1 0 0 o 2|Low Priority
v_|Drabbletail Brook | 0 0 0 0 Y 1 o 0 0 2|Low Priority
R R B & : -2 : : : s . > e -
¥ |brabbletall Brook 0 0 0 o| 1 1 0 0 g 210w Priority
v _|Crabbletail Brook 0 0 0 0 U 1 0 0 0 2{Low Priority
Y Drabbletail Brook o 0 ol 0 1 1 0 a o] 2| Low Prioriiy ]
¥_|whitin Pond o 0 0 o] B 1 0 0 o “2{Low Priority
¥ |Drabbletail Brook o 0 0 0 i 1 0 0 0 2|Low Priority
¥ |Drabbletail Brook o 0 0 0 3 1 0 o a 2[Low priority o
¥_|whitin Pond o o " 0 o 3l 1 0 o R 2/iow Priority
Y |Dunleavey Pond B 0 0 0 e 1 o G 0 2{Low Priority
Y Oun-léavVey‘Brook Ty b1] ) 0 i 1 0 ] o 2|Low Pricrity |
Y _[Dunleavey Pond 0 0 0 0 Bl 1 o 0 o 2|Low Priority
Y |Dunleavey Brook | 0 0 0 0 1 1 0 0 0 2|Low Priority
¥ |tackey Pond ' ol 0 ) 0 ] 1 0 0 0 2|tow Priority N
¥ |bunleavey Brook a 0 0 0 1| 1 o ol e _ 2|cow Priority
Y |farcelBrook | 0 0 0 0 ' 1 0 0 o 2{Law Priority

3ofa




NPDES 54 Qutfall Inventory

[oF-229 Y |Drabbletai Braok o 0 0 0 il 1 o 0 0 2[Low Priority
OF-338 ¥ |¥aft Pond 0 0 0 0 1 1 0 0 "o 2| Low Priority
OF-339 ¥ [Taft Pond 0 0 0 0 E 1 0 o o 2llowprioriy
0F-349 Y [Taft Pand 0 0 o 0 1 1 0 of B D ~2{Low Prierity
OF341 ¥ |Drabbietail rook 0 0 0 0 1 1 0 o o 2[Low Priority
[OF-342 ¥ [Taft Pond 0 of 0 0 B 1 0 0 il 2|Low Priority
OF-343 ¥ _|Taft Pond 0 0 0 0 1 1 o o - 0 2{Low Priority
OF-343 v [Still Corner Brook 0 o 0 0 1 1 0 0 0 2|Low Priority
OF-350 Y _|still Corner Brook 0 o 0 0 KN 1 0 o 0 2|Low Priosity
OF-351 Y [sul Corner Brook B 0 o 0 1 1 0 0 0 2ilow Priority
OF96 Y_{still Corner Braok o 0 o 0 1 1 o/ 0 g 2|low Priority
oFa7 ¥ |[stifi Corner Brook 0 o 0 0 1 1] 0 0 9 2]Low priority - - ]
IC-MH-105 | ¥ |Blackstone River 0 0 0 E 0| 0 o o 0 15[ High Priority
IC-MH-578 | v [Blackstone River-Inv. o 0 0 15 3 3 3 0 0 24|High Priority
IC-CB-567 Y |Blackstone River 0 0 0 15f ol 0 0 o 0 15|High Pricrity
IC-CB-1006 | Y |Blackstone River al 0 0 15 0 0 0 ) 0 15]High Priority
1C-MH-421 | ¥ |Rivulet Brook-Inv, o 0 0 0 B 3 3 0 0 9llow Priority

Printed: 6/24/2019 2:13 PM
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é6 Dry Weather Outfall Screening and Sampling

Dty weathet flow is a common indicator of potential illicit connections. The MS4 Permit requites all
outfalls/intetconnections (excluding Problem and excluded Outfalls} to be inspected for the presence of
dey weather flow. The Department of Public Works is responsible for conducting dry weather outfall
screening, starting with Iigh Priority outfalls, followed by Low Priority outfalls, based on the initial
ptiotity rankings described in the previous section.

6.1 Weather Conditions

Dy weather outfall screening and sampling may occur when no mote than 0.1 inches of rainfall has
occuttred in the previous 24-hout period and no significant snow melt is occurting, For purposes of
determining dry weather conditions, program staff will use precipitation data from the National Weather
Service. If the National Weather Service is not available or not reporting cutrent weather data, then the
Accuweather will be used as a back-up.

6.2 Dry Weather Screening/Sampling
Procedure

6.2.1 General Procedure

The dty weather cutfall inspection and sampling procedure consists of the following general steps:

1. Identify outfall(s) to be screened/sampled based on initial outfall inventoty and priority ranking

2. Acquite the necessaty staff, mapping, and field equipment {see Table 6-1 for list of potential
field equipment) :

3. Conduct the outfall inspection during dry weather:

a.  Mark and photograph the outfall

b. Record the inspection information and outfall characteristics (using paper forms or
digital form using a tablet or similar device) (see form in Appendix C)

c. Look for and recotd visual/olfactoty evidence of pollutants in flowing outfalls
including odor, color, turbidity, and floatable matter (suds, bubbles, excrement, toilet
paper ot sanitary products}. Also observe outfalls for deposits and stains, vegetation,
and damage to outfall structures.

4. If flow is observed, sample and test the flow following the procedures described in the
following sections.

5. If no flow is observed, but evidence of ilicit flow exists (illicit discharges are often intermittent
or transitory), revisit the outfall during dry weather within one week of the initial observation, if
practicable, to petform a second dry weather screening and sample any observed flow. Other
techniques can be used to detect intermittent o transitory fows including conducting
inspections during evenings or weckends and using optical brighteners.

6. Input results from screening and sampling into spreadsheet/database. Include pertinent
information in the outfall/interconnection inventoty and ptiotity ranking.

7. Include all screening data in the annual report.

Town of Uxbridge
ihicit Discharge Detection and Elimination Plan 17
June 30, 2016




Previous outfall screening/sampling conducted under the 2013 MS4 Permit may be used to satisfy the

dry weather outfall/screening requirements of the 2016 MS4 Permit only if the previous screening and
sampling was substantially equivalent to that required by the 2016 MS4 Permi, including the list of
analytes outlined in Section 2.3.4.7.b.ifi.4 of the 2016 permit.

6.2.2

Field Egquipment

T'able 6-1 lists field equipment commonly used for dey weather outfall screening and sampling.

Table 6-1. Field Equtpment Dry Weather Qutfall Screenmg and Sampllng

'Equmment ' Use/ Notes
Clipboard For organization of field sheets and writing surface
Field Sheets Field sheets for bath dry weather insp‘éction and Dry weather sampiing

should be available with extras

Chain of Custody Forms

To ensure proper handling of all sampfé;“

Pens/Pencils/Permanent Markers

For proper Eabeling

| Nitrile Gloves

To protect the sampler as well as the sample from contaminétion

Flashlight/headlamp w/batterles

For looking in outfalls or manholes, helpful in early mormngs as well

Cooler with lce

For transporting samp!es to the !aboratory

Digital Camera

For documenting field conditions at time of inspection

Personal Protective Equipment
(PPE})

‘Reflective vest, Safety glasses and hoots at a minimum

GPS Receiver

For taking spatial location data

Water Quality Sonde

If needed, for sampi'i‘;:é conductivity, temperature, pH

Water Quéiity Meter

Hand held meter, if available, for testing for various water guality
parameters such as ammonia, surfactants and chlorine

Test Kits ' Have extra kits on hand to sample more outfalls than are anticipated to be
screened in a single day
Label Tape For labeling sample containers

Sample Containers

Make sure all sample containers are clean,

Keep extra sample containers on hand at all times.

Make sure there are proper sample containers for what is being sampled
for {i.e., bacteria requires sterile containers).

Pry Bar or Pick

For opening catch basins and manholes when necessary

Sandbags For damming low flows in order to take samples
Small Mallet or Hammer 'Helping to free stuck manhole and catch basin covers
Utility Knife Multiple uses

Measuring Tape

Measuriﬁ'g distances and depth of flow

”Safety Cones

Safety

Hand Sanitizer

Disinfectant/decontaminant

Zip Ttes/Duct Tape

For making field repairs

Rubber Boots/Waders

For accessing shallow streams/areas

Town of Uxbridge
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Equipment 0 ) Usef/Notes o i

Sampling Pole/Dipper/Sampling For accessing hard to reach outfalls and manholes
Cage

6.2.3 Sample Collection and Analysis

If flow is preseat during 2 dry weather outfall inspection, a sample will be collected and analyzed for the
required permit parameters3 listed in Table 6-2. The genetal procedute for collection of outfall samples

is as follows:

1. Fill out all sample information on sample bottles and field sheets (see Appendix C for Sample
Labels and Field Sheets)

2. Put on protective gloves (nitrile/latex/other) before sampling

3. Collect sample with dipper or directly in sample containers. If possible, collect water from the
flow directly in the sample bottle. Be careful not to distutb sediments.

4, If using a dipper or other device, triple rinse the device with distilled water and then in watet to
be sampled (not for bacteria sampling)

5. Use test strips, test kits; and field meters (rinse similar to dipper) for most parameters (see

Table 6-2)

Place laboratory samples on ice for analysis of bactetia and pollutants of concern

Fill out chain-of-custody form (Appendix C) for laboratory samples

Deliver samples to an approved local laboratory.

Dispose of used test strips and test kit ampules properly

10 Decontarinate all testing personnel and equipment

0 o N e

Inn the event that an outfall is submerged, either partially or completely, or inaccessible, field staff will
proceed to the first accessible upstream manhole or stiucture for the observation and sampling and
repott the location with the screening results. Field staff will continue to the next upstream structure
until there is no longer an influence from the receiving watet on the visual inspection or sampling.

Field test kits or field instrumentation are permitted for all parameters except indicator bactetia and any
pollutants of concern. Field kits need to have approptiate detection limits and ranges. Table 6-2 lists
vatious field test kits and field instruments that can be used for outfall sampling associated with the 2016
MS4 Permit parameters, other than indicator bacteria and any pollutants of concern. Analytic procedures
and user’s manuals for field test kits and field instrumentation are provided in Appendix D.

3 Other potentially useful parameters, although not required by the MS4 Permit, include fluoride (indicator of
potable water sources in areas where water supplies are fluoridated), potassium (high levels may indicate the
presence of sanitaty wastewater), and optical brighteners (indicative of laundry detergents).
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Table 6-2. Sampllng Parameters and Analysrs Methods

_Ana!yte or Parameter ' Instrumentatlon (Portable Meter} ' _ g 3 Fleld Test K|t
Ammonia CHEMetrics™ V-2000 Colorimeter CHEIVletrlcs"“ K-1410
Hach™ DR/890 Colorimeter CHEMetrics™ K-1510 (series)
Hach™ Pocket Colorimeter™ | Hach™ NI-SA
Hach™ Ammonia Test Strips
Surfactants CHEMetrics™ 1-2017 CHEMetrics™ K-9400 and K-
(Detergents} 9404 Hach™ DE-2
Chlorine CHEMetrics™ V-2000, K-2513 NA
Hach™ Pocket Colorimeter™ i
Conductlwty e T e
YS| Pro30
¥SI EC300A
Qakton 450
Temperature ¥Si Pro30 NA
¥SIEC300A
Oakton 450
Salinity YSI Pro30 NA
¥YSEEC300A
Oakton 450
Eo ﬁé}'é{ﬁ“fé' R K o
YSI EC300A
Qakton 450
Indicator Bacteria: EPA certified iaboratery procedure (40 CFR § NA

E. coli (freshwater) or | 136)
Enterococcus (saline
water)

Pollutants of Concern® | EPA certified laboratory procedure (40 CFR § NA
136)

1 Where the discharge is directly into a water quality limited water or a water subject to an approved TMDL,
the sample must be analyzed for the poliutant{s) of concern identified as the cause of the water quality
impairment.

Testing for indicator bacteria and any pollutants of concern must be conducted using analytical methods
and procedures found in 40 CFR § 136.° Samples for laboratory analysis must also be stored and
presetved in accordance with procedures found in 40 CFR § 136. Table 6-3 lists analytical methads,
detection limits, hold times, and preservatives for laboratory analysis of dry weather sampling
parametets.

40 CFR § 136: hetp:/ /snwweecfrgov/cgi-bin/text-
dxrSID =034 fdealb7hob8ed0c4304d 8627 b7 &me=truedmnode=ptd0.25 1 36& rpn=div>
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Table 6-3. Required Analytical Methods, Detection Limits, Hold Times, and

{Ammonia +
Nitrate/Nitrite, methods
are for Nitrate-Nitrite
and need to be
combined with Ammonia
listed above.)

{automated}-353.2 Rev.
2.0, SM: 4500-NOs E-F

SM : 0.05 mg/L

Preservatives®
" Analyte or Parameter. | - “Analytical Method | Detection Limit - Ma_::n?:ld “| - Preservative .
Ammonia EPA: 350.2, SM: 4500- 0.05 mg/L 28 days Cool <6°C, H2504
NH3C to pH <2, No
preservative
required if
analyzed
immediately
Surfactants SM: 5540-C 0.01 mg/L 48 hours Cool £6°C
Chlorine SM: 4500-Cl G 0.02 mg/L Analyze within | None Required
) 15 minutes
Temperature SM: 25508 NA immediate None Required
Specific Conductance EPA: 120.1, SM: 2510B 0.2 psfem 28 days Cool 6°C
Salinity SM: 2520 - 28 days Cool <6°C
Indicator Bacteria: E.coli E.coli 8 hours Cool €10°C,
E.coli EPA: 1603 EPA: 1 cfu/100mL 0.0008% Naz520z
Enterococcus S$M: 92218, 9221F, 9223 B | SM: 2 MPN/100mL
Other; Colilert ®, Colilert- Cther: 1 MPN/100mL
18@
Enterococcus
Enterococcus EPA: 1 cfu/100mlL
EPA: 1600 SM: 1 MPN/100mL
SM: 9230 C Other: 1 MPN/100mL
Other: Enterolert®
Total Phosphorus EPA: Manual-365.3, EPA: 0.01 mg/L 28 days Caol 26°C, H2504
Automated Ascorbic acid SM : 0.01 mg/L topH <2
digestion-365.1 Rev. 2,
ICP/AES4-200.7 Rev. 4.4
SM: 4500-P E-F .
Total Nitrogen EPA: Cadmium reduction EPA: 0.05 mg/L 28 days Cool £6°C, Ha502

topH <2

SM = Standard Methods

6.3
Results

Interpreting Outfall Sampling

Outfall analytical data from dry weather sampling can be used to help identify the majot type ot source
of discharge. Table 6-4 shows values identified by the U.S. EPA and the Centet for Watershed
Protection as typical screening values for select parameters. These represent the typical concentration (or

valu€) of each parameter expected to be found in stormwater. Screening values that exceed these

benchmarks may be indicative of pollution and/or ilficit discharges.
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Table 6-4, Benchmark Field Measurements for Select Parameters

. Analyte or Parameter o Benchmark o
Ammonia ‘ >0.5 mg/L
Conductivity >2,000 uS/cm

' Surfactants " >0.25 mg/L

Chiorine ' >0.02 mg/L |

‘ (detectable levels per the 2016 MS4 Permit) ,

Indicator Bacteria®; | E.coli: the geometric mean of the five most recent
E.coli samples taken during the same bathing season shall
Enterococcus not exceed 126 colonies per 100 ml and no single

sample taken during the bathing season shall exceed
235 colonies per 100 mi

Enterococcus: the geometric mean of the five most
recent samples taken during the same bathing season
shall not exceed 33 colonies per 100 mi and no single
sample taken during the bathing season shall exceed
61 colonies per 100 mi

6.4 Follow-up Ranking of Ouffalls and
Interconnections

The Town of Uxbridge will update and re-prioritize the initial outfall and interconnection rankings based
on information gathered during dry weather screening. The rankings will be updated periodically as dry
weather screening ipformation becomes available, but will be completed within three (3) yeats of the
effective date of th(; permit (July 1, 2020).

Outfalls/interconnections whete televant information was found indicating sewer input to the MS4 or
sampling results indicating sewer input are highly likely to contain illicit dischatges from sanitary soutces.
Such outfalls/interconnections will be ranked at the top of the High Priority Outfalls category for
investigation. Other outfalls and interconnections may be re-ranked based on any new information from
the dry weather screening.

7 Catchment Investigations

Once stormwater outfalls with evidence of illicit discharges have been identified, vatious methods can be
used to trace the source of the potential dischatge within the outfall catchment area. Catchment
investigation techniques include but are not limited to review of maps, historic plans, and records;
manhole observation; dry and wet weather sampling; video inspection; smoke tes ting; and dye testing.
This section outlines a systematic procedure to investigate outfall catchments to trace the source of
potential illicit discharges. All data collected as part of the catchment investigations will be recorded and
tepotted in each annual teport.

> Massachusetts Water Quality Standards: hittp:/ /www.mass gov/eea/docs /dep/service /regulations /31 demtid pdf

Town of Uxbridge
icit Discharge Detection and Elimination Plan 22
June 30, 2016




7.1

System Vulnerability Factors

The Department of Public Works will teview relevant mapping and histotic plans and tecords to identify
areas within the catchment with higher potental for illicit connections. The following information will

be reviewed:

Plans related to the construction of the drainage network

Plans related to the construction of the sewer drainage network
Ptior work on storm drains or sewer lines

Boatd of Health or othet municipal data on septic systems
Complaint records related to 8SOs

Septic system breakouts.

Based on the review of this information, the presence of any of the following System Vulnerability
Factors (SVFs) will be identified for each catchment:

Histoty of SSOs, including, but not limited to, those resulting from wet weather, high watet
table, or fat/oil/grease blockages

Common or twin-invert manholes serving storm and sanitary sewet alignments

Common trench construction setving both storm and sanitary sewer alignments

Crossings of storm and sanitaty sewer alignments where the sanitary system is shallower than
the storm drain system

Sanitary sewer alignments known or suspected to have been constructed with an underdrain
system

Inadequate sanitary sewer level of setvice (LOS) resulting in regular surchatging, customer back-
ups, ot frequent customer complaints

Areas formerly served by combined sewer systems

Sanitaty sewer infrastructure defects such as leaking service laterals, cracked, broken, or offset
sanitary infrastructute, directly piped connections between storm drain and sanitary sewer
infrastructure, or other vulnetability factots identified through Inflow/Infiltration Analyses,
Sanitary Sewer Hvaluation Surveys, or other infrastracture investigations

Sewer pump/lift stations, siphons, or known sanitary sewet restrictions where

powet/ equipment failures or blockages could readily result in SSOs

Any sanitary sewer and storm drain infrastructure greater than 40 years old

Widespread code-requited septic system upgrades requited at propetty transfers (indicative of
inadequate soils, water table sepatation, or other physical constraints of the area rather that poor
owner maintenance)

Histoty of multiple Board of Health actions addressing widesptread septic system failutes
(indicative of inadequate soils, water table sepatation, or other physical constraints of the atea
rather that poot owner maintenance).

A SVF inventory will be docutnented for each catchment (see Table 7-1), tetained as part of this IDDE
Plan, and included in the annual report.
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Table 7-1. Outfall Catchment System Vulnerability Factor (SVF) Inventory

Town of Uxbridge, Massachusetts
Revision Date:

outfall 1D

o Water oo

. -Receiving - r'-_fft.?r."_:qffs-s-_qs-'

Commonor.
Twinlnvert |
. ~Manholes " |

- :Common_

\Trench . .-

‘Stormy/Sanitary
" Crossings: ) . with
| _:_iundefc'_i_ra_i_ns

Construction | (anitary - -
S Above) S |

AT

~ {Sanitary

Sanitary Lines
Lwith

1. Inadequate °
‘| Sanitary Level -

of Setvice -

| ‘Areas Formetly :

.. Served bv =
 Combined
L Sewers

 Sanitary
Infrastructure -
. Defects”

-850 Potential -
*InEventof
" Failures

g T

| sanitaryand

' Storm Drain
~Infrastructure

>40 years Old -

SePt'CW[th .
-'Poor Soilsor .-
" "Water Table . -
/ Separation

History of BOH .
. Actions
 Addressing
“Septic Failure -

Samplei

XYZ River

Yes/No

Yes/No

‘fés/ND .

Yes/No

Yes/No

_ VYe.s]No

”'Yes/ No

Yes/No

Yes/No

Yes/No

Yes/No

Yes/No

Presence/Absence Evaluation Criteria:
History of $50s, including, but not limited to, those resulting from wet weather, high water table, or fat/oil/grease blockages

Common or twin-invert manholes serving storm and sanitary sewer alignments
Common trench construction serving both storm and sanitary sewer alignments
Crossings of storm and sanitary sewer alignments where the sanitary system is shallower than the storm drain system

NSO RE WP

Areas formerly served by combined sewer systems
Sanitary sewer infrastructure defects such as leaking service laterals, cracked, broken, or offset sanitary infrastructure, directly piped connections between storm drain and sanitary sewer infrastructure, or other vulnerability factors identified through

Sanitary sewer alignments known or suspected to have been constructed with an underdrain system
Inadequate sanitary sewer level of service (LOS) resulting in regular surcharging, customer back-ups, or frequent customer complaints

Inflow/Infiltration Analyses, Sanitary Sewer Evaluation Surveys, or other infrastructure investigations
9. Sewer pump/lift stations, siphons, or known sanitary sewer restrictions where power/equipment failures or blockages could readily result in $SOs
10. Any sanitary sewer and storm drain infrastructure greater than 40 years old
11. Widespread code-required septic system upgrades required at property transfers {indicative of inadequate soils, water table separation, or other physical constraints of the area rather that poor owner maintenance)
12. History of multiple Board of Health actions addressing widespread septic system failures {indicative of inadequate soils, water table separation, or other physical constraints of the area rather that poor owner maintenance)
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7.2 Dry Weather Manhole Inspections

The Town of Uxbtidge will implement a dty weather stosm drain netwotk investigation that involves
systematically and progtessively obsetving, sampling and evaluating key junction manholes in the M54 to
determine the approximate location of suspected illicit discharges or S3Os.

The Department of Public Works will be responsible for implementing the dry weather manhole
inspection program and making updates as necessary. Infrastructure information will be incotporated
into the storm system map, and catchment delineations will be refined based on the field investipation,
whete necessaty. ''he SVF inventory will also be updated based on information obtained during the field

investigations, where necessary.

Several important terms related to the dry weather manhole inspection program are defined by the MS4
Permit as follows:

e Junction Manhole is a manhole or structute with two ot more inlets accepting flow from two
ot more MS4 alignments. Manholes with inlets solely from private storm drains, individual catch
basins, or both are not consideted junction manholes for these purposes.

+  Key Junction Manholes aze those junction manholes that can tepresent one or mose junction
manholes without compromising adequate implementation of the ilicit dischatge program.
Adequate implementation of the illicit dischatge program would not be compromised if the
exclusion of a particular junction manhole as a key junction manhole would not affect the
permittee’s ability to determine the possible presence of an upstream llicit discharge. A
permittee may exclude a junction manhole located upstream from another located in the
immediate vicinity or that is serving a drainage alighment with no potential for illicit

connections.

Fot all catchments identified for investigation, duting dry weathes, field crews will systematically inspect
key junction manholes for evidence of illicit discharges. This program involves progressive inspection
and sampling at manholes in the storm dtain network to isolate and eliminate ilicit dischatges.

The manhole inspection methodology will be conducted in one of two ways {or a combination of both):

e By working progressively up from the outfall and inspecting key junction manholes along the
way, ot
* By working progressively down from the upper patts of the catchment toward the outfall.

Fot most catchments, manhole inspections will proceed from the outfall moving up into the system.
However, the decision to move up or down the system depends on the nature of the drainage system
and the surrounding land use and the availability of information on the catchment and drainage system.
Moving up the system can begin immediately when an illicit discharge is detected at an outfall, and only
a map of the storm drain system is tequited. Moving down the system requites more advance
preparation and reliable drainage system information on the upstream segments of the storm drain
system, but may be mote efficient if the sources of illicit dischatges ate believed to be located in the
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upstream pottions of the catchment area. Once a manhole inspection methodology has been selected,

investigations will continue systematically through the catchment.

Inspection of key junction manholes will proceed as follows:

Manholes will be opened and inspected for visual and olfactoty evidence of illicit connections.
A sample field inspection form is provided in Appendix C.

Tf Alow is observed, a sample will be collected and 2nalyzed at a minimum for ammonia,
chlorine, and susfactants. Field kits can be used for these analyses. Sampling and analysis will be
in zccordance with proccldures outlined in Section 6. Additional indicator sampling may assist
in determining potential sources {e.g., bacteria for sanitary flows, conductivity to detect tidal
backwater, etc.).

Where sampling results or visual ot olfactory. evidence indicate potential illicit discharges or
SSOs, the area draining to the junction manhole will be flagged for further upstream manhole
investigation and/or isclaton and confirmation of sources.

Subsequent key junction manhole inspections will proceed until the location of suspected itlicit
dischatges or SSOs can be isolated to a pipe segment between two manholes.

Tf no evidence of an illicit discharge is found, catchment investigations will be considered
complete upon completion of key junction manhole sampling.

7.3

Wet Weather Outfall Sampling

Where 2 minimum of one (1) System Vulnetability Faciot (SVF) is identified based on previous
information ot the catchment investigation, a wet weathes investigation must also be conducted at the
associated outfall. The Depattment of Public Wotks will be responsible for implementing the wet

weather outfall sampling program and making updates as necessary.

Outfalls will be inspected and sampled under wet weather conditions, to the extent necessary, to

determine whethet wet weather-induced high flows in sanitaty sewets or high groundwatet in areas

served by septic systemns tesult in discharges of sanitary flow to the M54,

Wet weather outfall sampling will proceed as follows:

At least one wet weather sample will be collected at the outfall for the same patameters required
duting dry weather screening.

Wet weather sampling will occur during ot after a storm event of sufficient depth or intensity to
produce a stormwater discharge at the outfall. There is no specilic rainfall amount that will
tripper sampling, although minimum stotm event intensities that are likely to trigget sanitary
sewer interconnections arc preferred. To the extent feasible, sampling should occur during the
spting (March through June) when groundwater levels are relatively high.
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3. If wet weather outfall sampling indicates a potential illicit discharge, then additional wet weather
source sampling will be performed, as warranted, or source isolation and confirmation
procedutes will be followed as described in Section 7.4.

4. If wet weather outfall sampling does not identify evidence of illicit discharges, and no evidence
of an illicit discharge is found during dry weather manhole inspections, catchment investigations
will be considered complete,

| 7.4 Source Isolation and Confirmation

Once the source of an illicit discharge is approximated between two manholes, more detailed
investigation techniques will be used to isolate and confirm the source of the illicit discharge. The
following methods may be used in isolating and confirnring the source of illicit discharges

e Sandbagping

e  Smoke Testing

¢ Dye Testing

*» CCTV/Video Inspections

e Optical Brightener Monitoring
e IDDE Canines

These methods are described in the sections below. Instructions and Standard Operating Procedures
(SOPs) for these and other IDDI methods are provided in Appendix F.

Public notification is an important aspect of a detailed source investigation program. Prior to smoke
testing, dye testing, or TV iaspections, the Department of Public Works will notify property ownets in
the affected area. Smoke testing notification will include Facebook posting and hanging notifications for
single family homes, businesses and building lobbies for multi-family dwellings.

7.4.1 Sandbagging

This technique can be particularly useful when attempting to isolate intermittent illicit discharges or
those with very little perceptible flow. ‘The technique involves placing sandbags or similar barriers (e.g,,
caulking, weits/plates, ot other temporaty barriers) within outlets to manholes to form a temporary dam
that collects any intermittent flows that may occur. Sandbags ate typically left in place for 48 hours, and
should only be installed when dty weather is forecast. If flow has collected behind the sandbags/bartiers
after 48 houts it can be assessed using visual observations or by sampling. If no flow collects behind the
sandbag, the upstream pipe network can be ruled out as a source of the intermittent discharge. Finding
apptoptiate durations of dry weather and the need for multiple trips to each manhole makes this method
both time-consuming and somewhat limiting.

742 Smoke Testing

Smoke testing involves injecting non-toxic smoke into drain lines and noting the emergence of smoke
from sanitary sewer vents in illegally connected buildings or from cracks and leaks in the system itseif.
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Typically a smoke bomb or smoke genetator is used to inject the smoke into the system at a catch basin
or manhole and air is then forced through the system. Test petsonnel are place in areas where there are
suspected illegal connections ot cracks/leaks, noting any escape of smoke (indicating an illicit
connection ot damaged storm drain infrastructure). It is important when using this technique to make
proper notifications to atea residents and business owners as well as local police and fire departments.

If the initial test of the stosm drain system is unsuccessful then a more thorough smoke-test of the
sanitary sewer lines can also be performed. Unlike storm drain smoke tests, buildings that do not emit
smoke duting sanitary sewer smoke tests may have problem connections and may also have sewer gas
venting inside, which is hazardous.

Tt should be noted that smoke may cause minor irritation of respiratory passages. Residents with
respiratoty conditions may need to be monitored or evacuated from the area of testing altogethet to
ensure safety during testing,

7.4.3 Dye Testing

Dye testing involves flushing non-toxic dye into plumbing fixtures such as toilets, showers, and sinks
and ohserving neatby storm drains and sewer manholes as well as stormwater outfalls for the presence
of the dye. Similat to smoke testing, it is impottant to inform local residents and business ownets. Police,
fire, and local public healéh staff should also be notified prior to testing in preparation of responding to
citizen phone calls concerning the dye and their presence in local surface waters.

A team of two or more people is needed to perform dye testing (ideally, all with two-way radios). One
person is inside the building, while the others ate stationed at the appropriate storm sewer and sanitaty
sewer manholes (which should be opened) and/or outfalls. The person inside the building adds dye into
a plumbing fixture (e, toilet or sink) and runs 2 sufficient amount of water to move the dye through the
plumbing system. The petson inside the building then radios to the outside crew that the dye has been
dropped, and the outside crew watches for the dye in the storm sewer and sanitary sewer, recotding the
presence or absence of the dye.

The test can be relatively quick (about 30 minutes per test), effective (results are usually definitive), and
inexpensive. Dye testing is best used when the likely soutce of an illicit discharge has been narrowed
down to a few specific houses or businesses.

7.4.4 CCTV/Video Inspection

Another method of source isolation involves the use of mobile video cameras that are guided remotely
through stormwater drain lines to observe possible illicit dischatges. IDDE program staff can review the
videos and note any visible illicit discharges. While this tool is both effective and usually definitive, it can
be costly and titne consuming when compated to other source isolation techniques.

7.4.5 Optical Brightener Monitoring

Optical brightenets ate fluotescent dyes that are used in detergents and paper products to enhance thejt
appeatance. The psesence of optical brighteners in surface waters or dry weather discharges suggests
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thete is a possible illicit discharge ot insufficient removal through adsorption in neatby septic systems or
wastewater treatment. Optical brightener monitoting can be done in two ways. The most common, and
least expensive, methodology involves placing a cotton pad in a wire cage and securing it in a pipe,
manhole, catch basin, ot inlet to capture intermittent dty weather flows. The pad is retrieved at a later
date and placed under UV light to determine the presence/absence of brightenets during the monitoting
period. A second methodology uses handheld fluorometets to detect optical brighteners in water sample
collected from outfalls ot ambient sutface waters. Use of a fluorometet, while more quantitative, is
typically more costly and is not as effective at isolating intermittent discharges as other source isolation
techniques.

7.4.6 IDDE Canines

Dogs specifically trained to smell human related sewage are becoming a cost-effective way to isolate and
identify sources of illicit discharges. While not widespread at the moment, the use of IDDE canines is
growing as is theit accuracy, The use of IDDE canines is not tecommended as a standalone practice for
soutce identification; rather it is recommended as a tool to supplement other conventional methods,
such as dye testing, in ordex to fully verify sources of illicit discharges.

7.5 lllicit Discharge Removal

When the specific source of an illicit discharge is identified, the Town of Uxbridge will exetcise its
authotity as necessaty to require its removal. The annual report will include the status of IDDE
investigation and removal activities including the following information for each confirmed soutce:

* The location of the discharge and its source{s)

* A description of the discharge

* The method of discovery

¢ Date of discovery

e Date of elimination, mitigation or enforcement action OR planned corrective measures and a
schedule for completing the illicit discharge removal

¢ Estimate of the volume of flow removed.

7.5.1 Confirmatory Outfall Screening

Within one {1) year of removal of all identified illicit discharges within a catchment area, confirmatory
outfall or intercontiection screening will be conducted. The confirmatory screening will be conducted in
dry weather unless System Vulnerability Factots have been identified, in which case both dry weather
and wet weather confirmatory screening will be conducted. If confirmatory screening indicates evidence
of additional fllicit discharges, the catchment will be scheduled for additional investigation.
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7.6 Ongoing Screening

Upon completion of all catchment investigations and illicit discharge removal and confirmation (f
necessaty), each outfall or interconnection will be re-priotitized for screening and scheduled for ongoing
screening once every five (5) years. Ongoing screening will consist of dry weather scteening and
sampling consistent with the procedures described in Section 6 of this plan, Ongoing wet weather
scteening and sampling will also be conducted at outfalls where wet weather scteening was requited due
to System Vulnerability Factots and will be conducted in accordance with the procedures desctibed in
Section 7.3. All sampling results will be reported in the annual repott.

8 Training

Annual IDDE training will be made available to all employees involved in the IDDE program. This
training will at a minimum include information on how to identify illicit discharges and SSOs and may
also include additional training specific to the fanctions of particular personnel and their function within
the framework of the IDDE program. Training records will be maintained in Appendix E. The
frequency and type of training will be included in the annual tepott.

9 Progress Reporting

The progress and success of the IDDE program will be evaluated on an annual basis. The evaluation will
be docamented in the 2nnual report and will include the following indicatots of program progress:

¢ Number of 8SOs and illicit discharges identified and removed

*  Number and percent of total outfall catchments served by the MS4 evaluated using the
catchment investigation procedure

*  Number of dry weather outfall inspections/screenings

¢  Numbet of wet weather outfall nspections/sampling events

*  Number of enforcement notices issued

*  Alldry weather and wet weather screcning and sampling results

*  EBstimate of the volume of sewage removed, as applicable

*  Number of employees trained annually,

The success of the IDDE program will be measured by the IDDE activities completed within the
required permit timelines.
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Appendix A

Legal Authority (IDDE Bylaw or Ordinance)
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Appendix B

Storm System Mapping
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Appendix C

Field Forms, Sample Bottle Labels, and Chain of Custody Forms
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BETA Group Inc. Stormwater Inventory Outfall

Screening/Sampling Form  Municipality Name:

General Data

J Inspection Time [ l

|

Clear | r Cloudy | | Rain I ] Snow

Yes | [ No J

Inspection Date:

Inspector:

Weather:

Able to Access:

Outfall ID: r J
l
I
l
|

Outfall Environmental Inspection

Surrounding Area: Residential ” Commércial ” Industrial ” Municipal ” Open Space “ Unknown l
Qutfall Flowing To: Bay H Lake || Land H Marsh H Pand |rRiver H Stream H Wetlandl

QOutfall Flow Amount: Drip HModerateH None HSubstantiaI“ Trickle I

|
|
Structure Under Water: | Yes | No |
l
I

Outfall Flow Clarity: Clear ” Cloudy ” None ” OpaqueJ

Outfall Flow Color: I |

Sediment [ ves | Mo |

Scouring [ Yes | Mo |

Algae Growth: [ ves | No |

Stressed Vegetation: [ Yes " No |

Staining; [ ves [ Mo |

Floatables: [ ves | nNo |

oil Sheen: [ ves | no |

Qdor: ] None H Sewer H Eggs H Fuel lrLaundry || Sewage
Turbidity: [ Yes [l No l

Outfall Sampling

Sampling Reguired? I Yes | No I

Sampling Performed? l Yes | No [

Structure Where Sampling Was Performed |OutfaEE l MH | B | Other J
Structure ID If Not Outfali: | |

Ammaonia Reading: l_—__——l Salinity Reading: L——_——__I Temperature Reading ]::
Chlorine Reading: I:[ pH Reading: [:
Conductivity Readin [:] Surfactant Reading I:]
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Appendix D

Water Qudlity Analysis Instructions, User's Manuals and Standard
Operating Procedures

Town of Uxbridge
ffiicit Discharge Defection and Elimination Plon
June 30, 2016



£OT10 VIN ‘pRysumdg
00F 21INS J93TG U 0SST

TITANO® SS[d

610z dun|

(9s¥3s) dnoio
$32IAISS [pUOIB3aY jSP3YNOoS

sisipioayD Bujjdwpg pub uolypBbissAu] [PYNO 3Adl



A..\.\.N..........................q:.,..............- cesas SHOHH .W.QHAHUOHQW ﬁmNQHﬂUHNU\OﬁOﬁMgz N Nﬂﬁ.ﬁ@&&..ﬂ z h
N.N....................................................... ceee . w0 Nwﬂaomﬁ.um ._“.—.NMHH_.O k_wuﬂ”ﬁuquﬂﬂhﬂ.ﬂ. L

saojpuaddy
ge++ee-een e 2 e 4 8841444444 GORTIOST 90708 79
M.H............................................... ....................... wU~O£QNH\’H ,QOmHUﬂﬂ._H. »MUM Uﬂﬁﬂa&m\ﬂuuﬁﬂw.ﬁuﬂ N.W
m._.\............. ...............-...-................................-.............muﬁo.ﬂﬂﬂz HmOmHUQH-.H%UM \%.Hmﬂ._..ﬂwmu”_” H.w

_w W.......:.............a.......mwh:uwuah& comwmm_hmw>ﬂ_ hﬁ@ESU.—.CU

AN._“ . vaun csssssasasas rees seasssssassannsnane WQHH—.UQUOHA,_” Wﬁﬂnﬂﬂaﬂm u.mOnH ..v_ m
HH ..................................::::..............:....................-.....m.n.ﬂ.mﬂgadwmo khdou .UM.D..@UUOH&H m.ﬂhw.—“maﬂm M m.
O.H ..... ...........1-1........:.............................-mqmﬁmaﬂm o1 HO..—HQ hﬂﬁﬁ.—unqoﬁu‘du&hﬂ@“ﬂm N.m

ﬁ.....-............:.................-...-...-..............:...........mgm._”ﬂm.&ﬁw 0] HD..nHﬁ.mVﬂUMBH “QOMHNH.&QQHHH 15
&occaaeo-nnn-eaaaooooooaoooeo-ooaonnnon-unanuoooonsoccoonln-unmcm“QEGm mmcxso

T T R R R R LR LR PR TP R MOEUUUOH&” M.HHMAHQQHUW 180 T
........................................................... mdﬂ..n.nnmu@.ﬂuw MO .%.GQ "mHHmH.nQUHUm ¥

L
g
moo-oooaoaauu|u|aaaoooooooootoae¢coaotuouununlco-oo-o.soouuanamcmcwm-mum _-UM_.__DO

.T.....................................................................:...........WQ..—‘_HOQHUWMO %NAH uQOﬁdHNAHMHﬁH e
ﬂ.........................................-..... ...»..............a..... MAH..H.EUQHUM Ow HOMHQ.MUO? Q._HO HAHOMH.NMNAHM.HN_“ H.m

sressnssssisns e BN S D] IOYIDSM PUD uoipindald

&

N .......e...:....:..:.........................:......u..m.mmmxumr_u wgmgamavm
L

.l..‘ﬂ..“..ﬁ“déd.ﬂlllﬂl.llﬂl!.l......‘C..G..COD"!.'IBﬂ‘.......'.COﬂ*QQﬁOh#C_

I ELS
sisipioayD Bujdwpg pup uonpbysaauj oiNo 34al

SJUSUO D) JO 3]



EBGT PAa4FHQEISE DEYIS

TIEANO® SS(1A §

|euol@ay wiajseayinog

.mc_.mm.o_ 4y23e2 0ui padwnp |eLdlew J3y1o 40 ‘91sem 1ad ‘s3uiddija sseld

pue ‘SMO|JBA0 JoM3s AlBlIUBRS ‘SUDIIIBUUOI-SSOLD ‘saul] AJBIURS USM 0l ‘SUOI1I3UUO0D Uielp 100[] [e39)|l apnjoul
Aewl s381eYDSIP HIIjjI JO ST2INOS US1BMUWIO0]S JO Ajaua pasodwiod Jou §) 18yl ¢SIA e 01 88ieyasip Aue si agieyosip
DI Uy "S84eyIsIp U211 03 paInguRe Ajluowwod aJe jeyl siueinjjod 10} p3jdwes ale Jayjeam AIp Sunp mojj
SABY 1BU] 9501 pue paliadsul aJe s||einQ ‘3d3uanjjul ue ag 10U p|NoYs Ielemuliols usym sawiy Suunp suijduies
pue uonoadsul ySnodyl suoiasuuod 11|l [eruated Ajquapl 0 st Sulusauds jjejano Jsyiesm Aip jo asodind ayj

UO1eS11SBAU] JUBWYIIRD) .

$2UNpanold 8uljduues/3uUlusaldg1S0d
Sundwes jjepnQ syieam Aiq
duiuaauos j|leanQ J1ayleam AIg .

:SUOIIESIISOAUL |[BJIN0 J31EMWI0)S SUIMO]|0) 33 Ul Ple 0] PR1esid 219M SUOIIINIISUL PUE SISIPR3YD 3say L

‘HwJad 3yi o Ly gz Uollaas

Ul pa|le}ap LIS} UO paseq payues pue paziiolid uasg Apeadje aAeY SJU3WIYDLRD PUE S||BJINO 1BY1 PRWNSSe
SI 3| "MWIad |[BI3UaD HSIAl [|BWS SII9SNYDBSSBIAl 9T0Z @Y1 Jepun 1uawaanbal e st wesdoud 3qQ| syl "wetdoud
{3aQ|) uoireulwi|a pue uo3oalap ad1eyasip U2l ue jo ed se Suydwes pue UOIIESIISOAUI [|BJIN0 Ui (DSYTS)
dnolo sa01AJ3S [eUCISRY 1SE2YIN0S 8Y} JO SIsquuaid apingd o1 paJedasd aiam suo11oniisul pue sisipoayd asayl

uoldnpoyu] |



{(smo}} moj Sulwwep Joj) sseq pues [

(9]1491S ¢ 0] po3U S3|110q
Bli91oRq ‘sexxa awos 3uuq) se|noq ojdues ]

s3|110q djdwes 10} sjage] [

(saueloepins
pue elUCWWE J0} 3|qejlene/papaau 1I) suy 153 [

(ULIO|YD 10/pue SJUBLORLNS ‘BlUOWIWE
10J 3|qe|lene/papaau i) 118 AujenD 1918 [

(Hd pue siniesedwal ‘ANAIIINPUOD
10} 9|qe|ieae/papasu Ji) apuos Aujeny Je1epn [

92| Yum 13|00 [
swo4 Apolsn) jo uleyd
J9zljlues puey [

SOAQ|D B|LIIN [

sasse|n A1ajes [

ade] 1on@/sen diz [
apuy AN

3]0d Suydwes ]

"mc__“a_Emm 10} papaau judwdinb3

qnios Aaj uosiod [

S9U0)) Jilel] [

1S9 SAII3SY []

(slapepn Jo/pue s100g) 1eam1oo) sreudoiddy [
JaWWeH 40 18|e ||ewS [T

13417 ajoyuely Jo/pue
YWold “Aeg Aid Usuad( pIIsISSY JBA0] IjOYUEA

(*dde sd9 e yum suoyd Jo) J13A1809Y 54D
(edowed e yum auoyd 10) essuie) |e)siq
saliareg yum dwejpesH/y3siyse|d
ade] Sulinsean

Sile|N pue pieog ases3 AiQ

SIDJBIN JUSUBWLIRG/S|IoUSd /Suad
19|geL /s199Ys ple

pieoqdid O

:8ujjdwes
pue Sujuaauls Yyjoq 1o papaau uswdinb3

I R T U (6 O B I R

sipoayD juswdinby Bujdwpg/Bujusaidg |IDUHNO

IsipjosyD juswdinbg

A



fu.ﬁ_cms M\MEUE r.u.n__.um._ﬁoou_..,mmn \\l“o- . AN _.ho_u.ummv u.m__v_umr_u
: \.mr\ - Juswdinb3 SuiuaaJds j|esnQ 2yl 23s
¥ gy aumsadus 5 et ’
(@ aiesadue mm 3 -y juswdinbs piay paiinbal jje aiinbay .
R P A ‘papiacid a.e
SR L I L . eiep iU jepoisy pue sieior
¢ ummm umm ER~4 Y n_rwfm_\wm M.,mw\wm m\ww,wlvm um”“h mm um%.m,m u.aM_..wm > c_m.._ F\_”—._\S mu.mmuml—O% >_.\_30—I_ ..._mﬂ
swws monw | oweew | sweuw  mwem  mrws  owms s uwew  ousoen yoJeas ayl ul Alo/umol anoA Jsqug o
| Wod punosgispunmmmm//isdiiy
ARSI, AHOLSH HYONT AvaroL ATHROH A00 22JIN0Sal
. A ZENYHD | NOLLYLS Jb% 77 me_n_.mw; JejIllis 10 _QCSO._M.._Q_UCD

syasnyoessely ‘weybuiwiel § JOYIBIAN WO} BIEP JSYIBBM 18D O

"}joWl MOUS uesijiusis ou pue
sinoy fz i1sed 3yl uj uied §o Your 1o >
BLI9114D J9yleom AUp 199W |[IM 1eyd

Aep e U0} 15839104 PIPUILXa BYL1 1B HOOT .

Buiue212§ 0} 1014 Mo3ap, | (uolbipdald 'S

Bup|oni] ISYIP3M pub uolybibdald ¢



UISTOT AN UTW G 5%IE ERF %Zk ot ken) 480 .08 fuung w004
Ul FIOE MM Udw 2 %52 4 6k L wl =0 4,05 EN duung wd guig
U ZTOE  MANALUDW § %7 4 LF % uxy = ERE-REE R Auling uﬂmﬂ wd 00:g
ul gEeE FaMUdw g %EZ EN t, %391 T o 418 datd fuung . wd ge¥
uozos Fih oW 3 WP ENVaAS S5k Wy 22 4o 05 4.€5 Auung wa oo
ulLzeg A UW 3 %92 ERFaR 550 T el ERi g 4,15 Adeng wd po.g
"{g uo1108s) 1SIPI3YD
ul LT0E LTI Wi Eal %k wH %o .97 4.6P fuong wd ool
uawdinb3 Suiuaa4as |[BJAN0 3yl 335
Ul ZT0E RN WL & %08 doil %ET e £ 4 EF daiF AluRg Asor wa Oz ) b
N - uawdinba piai} padinbai e Jsylen .
Y| TTOE MM LA 5 BEE duLb %5E EY W0 EN L fuung £psop WE OGLE - . -
U LIOE AN W L 4%ig 4. 8L %3 brrg =h 4.8 d.EF fuung WE 00.04
WAZOE b udwal e 4. 02 %0 KD B g8 d.6E Alung we os 1oy _P mc 1AL HO
. H A
UIGLGE AMMNUdW G it 4+ g oy = 4,87 4.5 Adung we gp:g GN_ wi MC_ wJ Ou. mu.j olJeuy m_n_ .m u _v_ uel
0 BL0E AN Yow £ b9 4. 02 %9 T Tk d.92 3. 88 fuung wepn.L
Apgolid pue AJojuaAul [|ejINo |enlul uo
DIRESAI] pumA Auprareit W04 s 29AD7 pRO|D wnowsy | doaig 23 51997 dural SUOIBLOD UL - - . .. -

ey pue bh Spun 5SS MO SaMS Jeala Auiep -ydis o1 03 01 18 MN SPu W§se Jeau iy Auuns Auiew _U mm m Q —Um C w @LUW mﬁ_ O”_. m_ _ m.._.n_vj O >L._”_.C m U _ L}

TWE7T5%0 . LLvD BN moscwoy [ LL/p) MoLoaL

I's LL/0 ABPSINUL ‘MOLIOWOL 10] 18ED2104 ALINOH > *1]3W MOUS Juedl h_cm_m

ou pue siney ¢z i1sed ayj ul ued

Jo yaul 1°0 > :Aep Suimoy||o} 93 4o} I9W
3 |[IM BLIDNJID Jayleam AJp 18yl AJlUBA .

SVHEIANNA AHOLSIH YOI AYG-OL N AYQOL

A CHONTHD | NOWWLS 2% o5

snasnyoessey ‘weybuiely

Buiusaios o} iold ARQ | :uoybindald 7€

Bupobi] ISYjPapM pub uolpindald ¢



-24n32mu3s 343 01Ul dn Supjaeq s ApogJlazem
BYI WOJS JEM SY1 :[|BJINC PIIBPUNL] UE JO 3|dWEXT

"wiiod pialy |9yl

U0 $31eU|PJO0D 3Y] pue 2IN1INJIS
weaJisdn jo adAy ayi 810N ©

'24N10NJ3s weaisdn ayl pue |[gjano
pajepunul ayj yioqg jo ojoydeaye] ©

‘(ajoyuew adeulep Jo uiseq Yied)

24Nn3onJ1s weasisdn paduanjjul-uou
1541} 941 1B SUlU®8J2S [BNSIA 1oNpUOD O

:pajepunul st [|B41N0 9y J|

‘24n3a1d sy Ul

11 9pN|2ul pue pieoq aseda-Alp syl uo q|
[|BJINO 37 SIAN “IXS3U02 apn|dul soloyd
pooo '||ejAno ay1 jo ydeasojoyd e axe|

"PIUBBIIS 9q O] ||BJIN0 Y3 01 9eSIAeN

Bujuaalos jo ApQ :ainpasoid Bulussaiog

L'y

Buiuasliag JIOHNO

1%



SdD 10
suoyd mm
“‘Buor pue

T HEqQ0)

o T Food
Mg 7] POOO T
=q {7 mpIs wonog v (ug mdeq sorg TOMPUOTy
UISCQULEY fITOYE /TG
=1  ({w)méqgrong =H (o3 sey edig
RO T
=H (T NERE s = (wmemaedd oA [T
AED O
=31 (T WPV A0 =g o egmg ToaT AMAN [
(@) > aepy paseBano)
=L 07 Eem sy =p  fug) wI3evn] FAGH
Eaiel e T
SIHAMIMSCATY FPENG sjuswasnsea)y 28 TeHACHY TERL)
J[EMG [eprozedel] J[ENg IHsaEIT Sragedig IPRATUSY eug PIpENOY _ adld popRNe
| C | m )

7 { 4

¥ = T

— N B 1 t o

i _ —]—

m
{3H0 M) sfemg/adig Jo adegs
B 9PMISUOT PPIIRT Y(T] BoRroo

O [ HIT ] F7mRonms paotenpur-uot ] 16 J[OWes/GaRs §EA JT o8] [ $9& [ & PAICPUBDE/PIsIstiqus LA sy

TIIEIN.O R SSNA

OMSAWD

TORISTIIONFATT [
ST TR [
SOTUERY [

Sordures mmeRa WA [
Tepng [ Fenwe] SUIURaTHg TaTRe ) 3T [

[(JUNOUIE PEE ATP)
U340 [[CFUTEI 3SET

amnyLAIedq

A0S

uwog Surussing yuemwygoiey) /TeRng

AL WYL oo ]

IAUACA] 19903S
saopadsay

“aIMoNTS Treansdn
U 18 SURIIIIS JT UIAD [EJIT0
31 TOF INO VOTIIS SN [[I] [EPNO
HQM SOTISTIR)OETED ﬂﬁUMm;‘mﬁ& {le1no 1d

TUIWUCGTATD JUI0Mm 2J¥S € 918370
01 st 0s apry2a yred ‘Teonserd JT

"9T9Y] 2ITIONTIS
1EY1 30§ 39gNUIpPT anbrun ajou
‘ormuonns weansdn ue 12 FuusaTas J]

Burusarng yopra x\ A1 199195

TAYRUIPI [[efano snbrun oy ST ST

‘(1en181p Jo yaded) wuoy Suiusads |[BJAN0 SY1 1IN0 ||If "UojIdadsu) |[ejin0 By uidag

Bujueaidg jJo Ab(Q Binpad0id Buiusaids L'y

Buiusai2g IDHNO ¥




WR0TaT) JO MENoT Evelaltey SUEDETING TWOWOY | | ¢ UOnoas
uT paraacH st Fordweg

SUTIGRE) Lymmeg Aanonpuo’ dws,

SINsSeY SUNdTIes PuT UINUY, SITOWES

wneomed []  TWOWEY [  sSSguemoyg [ Ay [ [pwgeSemsg ] SUON [ wonoadsuy L301e3[0)

2SreosT(Y O] JO 0uLpLLY AIOEO a/
N

weog [ sy [ wsup Demeg g weeng {FO[] ewuA g [ SMEeol [ SUON [ ‘monsadsuy ensty S :
SBTeTIST(T T JO FOUIPIAL [SNISTA &;”J.ff.ffi/& '89X0q wzmumnam TE 329135

{

[ W@H [ ewepoR [ SFPRL[)  dweq[Q  mopgyo voRdmISIQSIRIL  ON [ %4 [J MOn{j0 9WpRg |

| "MO|} poAIasqo Aue ajdwes

pue 8uiUa3J2$ PUOIIS B 1PNPUOI 0] UOIIEAISSO [BI1IU] BY3 JO }39M 3U0 UIYIIM Jal{1EaM

AJp Suninp palisiASL 8 03 [[ejiN0 aYl yJew (81eydsip o1l Jo oudpIAL Aloloejjo/|ensia
sl alayj Jo dwep S| [|BfIN0) SISIX® MO|} JO 9IUSPINAS INQ PIAISSYO SIMOJJOU J|

‘s|jesano Suimojy ui syuelnjjod Jo 92uspiAl AJO1DBO/|BNSIA PIOJDJ PUE JOJ 00T .

Buiusaiog Jo AbQ 2inpadold Bulusalds b

Buiussiog [IPHNO F



2ULIO|UD JO S|9AJ] 3]|ge1dalep pue /3w
GZ 0 Z swuepeuns /3w §°0 < elUCWWY
Jajem BUlAIDIS

au3 01 a|qedijdde ejsa1140 Ajjenb Jalem
231 uey] Ja1ea4g s|PAs| elda1deq pue /3w
GZ'0 < swueldepns “1/3w g'Q 2 rlUuowIwWY

o8emas JO 90UDBPIAS [ENSIA 4O Alo1dR|O

sio1edipuj Induj samas A)ji]

‘foud Y31IH,

Se payued g pinoys adieyosip

1121j|1 Jo sudis Al012efj0 JO |BNSIA

MOUS 1eY3 S|[eJINQ 'S||elino

}Jo uonezjrolid/supuel
31epdn pue ejep syl MIIADY .

‘uoday

|[enuuy JNOA Ul papn[oul 3¢

1SnW swio4 "aoeds pajeusdissp
B Ul SWJOJ P[31} 94015

shep £ uiyim
P3lISIADJ 3 1SNW 1 Uayl
Ldweq, semjejinoayly o
"8uius9.42s |ei3ul uo paseq
S|jesino 01 susiAal Aue s[npayas .

sainpad0old BuluaaId§-isOd T¥

Buiusalog [iIPHNO ¥



[#))]

0££8-€68 (18L)
£SrT0 'VIN ‘WBYl[BM IS I9ABg G6
Alojesoge Bunsag gnH

{SET § W42 OF)
VN Jnpa2old ALoleI0ge| PRUILIR0 Yd3

T#00-895 (3/6)

67/T0 VIN ‘UOSpRH ‘SOT# 2UNS 35 98p1j00D TET
sauioleloqe] [esiAjeuy |y

_ _ Gmﬂ 5420 oi

¥N . m‘_:nmuo.a ..r_BEonm_ paiusd <n_m
057 UopeQ

Y0023 1SA

VN 0E04d [SA
B Ry —

cqs 7£€7-92S (ETY)

- 2<BC0T0 YN ‘MOopeIwWBuUoT 157 ‘1S 20nJdS 6€
Lk Alojesoge] |eaizAjeuy 1593-U0)

:apnjoul suondo

Asojesoqe] Aguesn ‘sealealssasd Jadold yim

sa|1noq ajdwes uieiqo o} pue sishjeue sjdwes
Jo} Aiojesoqe| e yim sjuawaguelle Syep .

PI214 2Y3 Ul paunseaw

3q |jim 1BY1 sia1aweled 10§ UOIBIUBWNIISU]
10 511y 1591 p|9y paJinbai ||e aAey NOA aunsuy .

‘SISA|eue JOJ ge|

Cwn T ggoud sk
0S¥ LORfEQ

VOOEDT ISA

) 0E04d ISA

YN Q0ET wiSOLIRINIHD
LT M EhﬂmEco_ou 34p0d Esumx..

YN ETSZTOH000ZA wSIHIRINIHD:

e 01 U3Xe} o9 P9I T ul2ou09 jo siuein|jod
T30 w2 [|E pPUE 211910Bg ‘SISAjeue 10} Aioleloqge|

FO¥E-X PUR O0VE-M wiSIMIAANIHD £LT0Z-] wSSHIBWEHD
SIS 159, BUOWILY w 42EH . e ;

3Y3 01 1USs 39 |[Im Yaiym pue piay syl ul
painseaw aq [|Im sialsweted yolym Ajlausp| .

*e1ep J9YylEaMm UleLqo 0} suoiido pue el

10} T°Z U01329S 33§ "BLIBILID Jayleam-Alp

199W |[IM 1Yl ABD B 10J 1SBIRI0} PIPUIIXD
ay1 1B 00| ‘SuUIUdIDS |[BANO YUM SY e

YSHIN wU22H 1 Wl RBUILOIO 3930 wYPBH
(531495} DT ST-X wSLRBINGHD. | JSRWILIOIOD) C68/HA wiHOEH
OTHTH W SOLIBINEHD -~ JRIBWLIOI0D 000Z-A wSIUIBINIHD.

spoyia sisAjeuy pue sisigweled suijdwes
Buijduing o} Ioud M3 | uoypindaild 'S

Bujldws |jo}no  §



£2-P0-6LOT 'S2IN LT Sa

ZL-#0-5102 'wosibusg ueyslg
dwayy o) so|dwes pS JeAlep ued 1 auns JoN ‘Buidwes Jo sadAl Jsyio op Aew Aauy sxl|

SY00[ 3 Inq Weyi|eM Ul ge|  Sey YdIym suioIny Ag paumo s wnuiads yaless 8)Boob e ybnoiyy dn awed jeym aue ssay| £4S

§1-£0-6L0Z UezRl YRIES
VN U] suolldo gel 1Byio z45

Ll =2pUs



‘(g uoas) 181234
swdinb3 Suydwes/Suiusalds ||ejanQ ay)
29¢ "1uawdinba paly paJdinbau e Jayien .

'sinoy g uiyum sajdwies
Janlap pue awii Sujjdwes InoA azjwixew
01 Agleau s Alojesoge] Suils9] Uasoyd JnoA
jeyl juenioduwr Ajjeannd si 1| ‘uoidv||0d
9|dwes wo.j sinoy g Jo awil pjoy e aney
sajdwes en9jaeq 12yl JagLuaLial 21noJ 3y}
uieasn uaypn ‘Aep Suimo||o) Y3 4o} a1nhol
e 1no dejy "pajdwies aq o3 sjjejano Ajljusp) .

‘Aep 1xau ay3 sojdwes o duiddoup 3q
[[IM NOA wisy] puiwaa 01 Alojeloge| ayl [jeD

pw
MGUs juediju8Is ou pue sinoy ez 1sed ayl

uj uled Jo yasui T°g > :Aep SuImo||o] ay] Joy
19W 3q [JIM BLID1LID Jayieam Aip 1eyl AJUSA .

Budwing o} Iolid ApQ | :uoypindaid Z'S

Bujjdwog IO §



11

‘ajod Suijdwes e asn ‘ajdwes e 139||02 03 24n1oNnJ1s wieasisdn UeI3juUs Jou 0g O

sdes ajpoq ajdwes Jo sej0q ajdwes Jo apisu| ayy yonojy jou og ©

‘3|14915 ‘ela1oeq
JO 9SEJ 9y} Ul puUe ‘Uo(1BUIWEIUOD JO 334} ‘UBD|D 3] P|NOYS S3|NN0( |[B pue Jap|oy
311109 93 01 Ajpoadip payoene aq pinoys sejnoq ajdwes ‘ajod Suiduwes e Suisn usypp ©

S1919W
P21} 10} aunpadold swes ay1 mojjo4 “(Suidwes eus1seq Joj dais siyt dys) pajdwes aq 01
J9jem ayl Ul U3yl Jajem pa||1asip Yum Jap|oy 9]130q 3yl asuld 9|dul ‘@9jod 3undwes e 3uisn j| ©

9j110q ajdwes ayj Jo uod/IP Y1 Ul 9Ylea.q jou op ‘sjdwes ay3 3uiI9|od Usympy o
sa|dwies 3ujjpuey pue 3uj129]j03 UBYM SIA0|Z Jeapy O

sajdwes 3uijeuiweluod Jo
YS14 92NpPad 01 uluund JIYDA 3UJ dALI| 10U Op pue eade 3ujjdwes wod) Aeme 9pIysayied ©

U01399}j0d 3|dwies SulINp 0J2BCO} MBYD JO B}OWS JO JUlP 1eslouog ©

:suojnedsasd 3uimof[o) oyl el “sajdwes 123||02
01 2J4edaud ‘Buimol) st {uollepunul ||ejano JO 35ed 3y} U] 34n1onJis wesulisdn Jo) [|ejano ayl §f .

"1°€ U01123S U] saunpadoud 8ulussuds [|BjAN0 3yl MO|jo) pue pajdwes 99 03 |[e4IN0 93} 0} 1eJIABN

Buidwing jo Ang :2inpalold Buljdwipg £

Bujjdwos jiono §



1

sisAjeuy Adojeioqe’] sisAjeuy Aloieioge

TIZOTOTY IO O] e =ahle SIIBIEIING PIBOTITY
JUTOTY) ATTEg MIATIONDPTIO) Jo TTT -duaay
SINSaY SUNGWES PUE UYL ], SSfOUreg

Rm,._“w%ﬁmﬁ/ﬂ NmHmeHOﬁ_.NJ_”& JJOU WISDTOD JO SITLIN[O PUE THI]Ied IO, PRI =4l Ul @@Mﬂwﬁoa mHUwDEMHN& I0J sanfea I21uy

"Wilo) pJal} 9yl JO WO010q 3Y3 UO S} hsad
8Y1 pi023y "sia1eweled J9Y10 ||B 2Unseaw 0} SI918W p|al) Jo/pue s1y 1591 ‘sduis iserasn  ©

'19]002 B U] 921 uo (uJa3uod Jo swueinjjod pue eusideq) ssjdwes Alojeloge| fje adejld ©
‘3|dwes
B 109|027 03 J91em ySnous alenwinade 03 Alessadau 9q Aew 3uiddeqpues ysi Alejnolued
SI MO[} 2Jaym sase2 U] ‘ajdwes ay3 109(j02 Aj1oaJIp 01 9|qissod 10U Jo ajesun st 1 I 3jod
Suidwes e asn "s9|10q 9jdwes ayy 0jul Aj1auIp Mmof} 8yl wouy sajdwes 109)|0d ‘s|gissod J|  ©

's19joweled [euoippe Aue Aq pamo| o) 1541} s9jdwes elialdeq 199(|0)  ©

sa]10q Jadoid uo sjaqe| aoejd S[2qe| 2[3110q 2|dWEeS U0 UOIIBWIOM] 1IN0 (|14  ©

(-012 ‘sasse|3 A1a)es ‘S3A0|8 3(11Iu 31) 3sh Ul SI Jdd Jadoud |je suns ey ©

dauuew SuImo||o) 8yl ul sajdwes 193(|0D .

Bundwpg jo ApQ :2inpasold Bujjdwps ¢'g

Bujdwosg [P0 §



€T

 1ad $31U0|0D £€ PIFIXD 10U [[BYS UCSEDS BUlYIEG

1 |wi ppT 494 SBIUOJ0T SET PIIIXB |{BYS UCSEDS
. Buizeq ai Buunp usxel sjdwies 9[8uIs O pue
S .ooa.LmQ SIUOJ02 97T P3IX3 10U |[BYS UOSLIS
. Bulyieq suses oyy Buunp usyel sajduwes 3us0sl

00T 4°d $91U0|02 T9 PIIVXI{|BYS UOsEas Sulyleq
ay1 Sulinp uaxey sidwes m_.m_Em...o.c.mcm.._E 00T

- Bwes 2y3 Bulnp usses s3|dudes 1u229) 150w
BN Byl O cmm.E 2U1PWOaB Y3 1$N22000193U3

150U SAIL 3Y1 L0 UBSLW J1118W0a8 3321093
{(Mwuad SN 9TOT 243 J3d S|9A3| 3|qRIP3ISP}
1/BWZ00<
1/3w sz0<
. up/stooozs

JULIOYD J0 5|8A3|
3|qe1ds1ap pue /8w Gz 2 slueloepns “1/3w g0 < eruowiwYy @

I91EM ZUIAIBIBI
3yl 01 3jqeoydde eriauud Aljenb Jajem ay3 ueyl aieaus s|ans|
erR1oRq pue /3w 70 € slueldelns /8w ¢'Q 2 eluowwy =

28eMas JO DDUDPIAD [BNSIA 40 AIOBYO =

sio3edipu] nduf someas A1

‘ue|d weadold 3ag| usnm
3Y3 Ul pauijIno sainpadoud
UOI}E2113USP] PUE UOJ1R|OS|

824n0os uiSaq ‘@8seyosip Il
Ue O SDUIPIAD YHM S||BJINO JO4

‘Alluo1ad
JUBIH,, Se paues 3q p[noys
sia1aweded Aue 10j el
JJEWYIUS( Y] PI9dX3 1eyl 1o
a8Jeyasip 11|t 40 sud|s Aiojaejjo
J0 |ENSIA MOYS 1843 S||ejinQ
‘S||ejano jo uopeziyiold/supuel
S1epdn pue elep ayl M3IAIY .

‘aoeds pajeudisap e uj Jsyiadol
Apolsn) jo surey) jo saldod pue
elep AJoleioqe| ‘Swio} P31 24015 .

'shep £ uiyum
P31iSIARJ 39 1SNW 31 Usyl
Jdweqg, semejinosyryj o
"S||EJIN0 0} S1ISIAaJ Aue 9|NPayds .

sainpasold buldwing jsod ¥'S

Buiidwipg [[OYnO S



¥l

93Jeyosip
121||1 JO [eAOWAM WAIU0D 01 Buljdwies
pue uoiadsul dn-mo||04 WIOHDd
2d1eydsip ajeulwliy
281eyosip 40 924nos 31e20|/AJIUB3P| .
JUaW3as
adid Jo uoi1oadsul 03pIA JO SuUlISS}
aAp/ows se yans sainpadold
UOI1B21}IIUSP] 92JN0S 10NPUOD &
- S91eUISIIO 38JeydSIp 11|l 24aUym
Juawgas adid a1e|0S! 0] Sa4nonUls
uonoun( jo Suljdwes pue uorradsul
anunuod ‘@8ieyasip 1Py jeruslod
e 91ed1pul s3nsad Sujdwes )| .
Mo} pantasqo Aue s|dues pue suiseg
yoleD/sajoyuelal uonounf Asy 109dsu| .
Juswyo31ed syl
Ul S3joyue|n uoiounr Ay AJllusp) e

:SJuUdWIYo3ed
Aol Mmo7/YSIH pue wa|qo.d |[e 104

2INP3201d UOHDBISIAU] JUBSWIYDIDD 9



"SUOTIOAUUOD

1ott 10§ [enUSiod ou WIsm wewmSIie a5eurelp v Juralos ST 1B} JO AJTUIOIA SIETPATILLL

ot T pajeao] Jatjote wolr wreansdn pajeso] sjoquenr uotpun e spnjoxo Lewm sonurad
V "931eqosip 1oty weensdn ue Jo sousserd a[qrssod oy suTULIBISP 0] AYIqE S, s0nTILIRd
S0} J935J® Jou p[nom [oquew uonsunf £93 & se s[oyuetr nogounl remonted e jo UOISN[OXd
9T J1 pasTuioIdios aq jou pmosm wierdord a§regostp pot T ay) jo vonejuatre]dur
srenbepy wresord oFreyostp 1rory1 913 Jo uonejuaws[dui aenbape Fuisttmorduios
inotpras sapoque uonoun{ 210w 10 SUO JuessIdal Ued et so[oyuEl nonsun( 3so

21e ssjoyuewt uonounf A “uued sty jo sasodind oty 10,] - I[oYUETA] UondUNYE A3

ST

"sasodmd asayy 10§ sejoyuew wonoUn( PaIapISOD 10U

SIE 10 10 *SUISEq Yoyeo [enpIAIpUL ‘surelp wirojs sjeand wolj AJ010S SISTUT Yy SejoqURpy
"SIUSWUSI[® SN SIOUI IO 0Mm) TOI] A0[] Sundaoe SIOTUT 210U 10 0] YIIM 2INIoNDS

10 s[oquewt v 51 sjoyurw uooun{ e “Nuwiad sty Jo sssodind a1y Jo ] - J[OYUEBJA] uoOUNp

:SIUlWIYI1eD

Alliol1d MOT/ySiH pue wsjqoid |je Jo4
S3joyupW uoyduns Asy Ajjusp) |9

3INP320id uoypBysoAul juswyspd ¢



a1

spoyquen vondun{

Aoy

ssjoyupw uoyouns As) Apusp]

19

3INP320id UCHDBYSDAU] JUSWYDIPD

9



LT

MO[J 3O 20us33d
pue sorruonns 1uarpEiddn
SUv U0 UOTEWIOFUT
42407 30 dep 30
uoneaspe Tenaew ‘vomsod
9} INOQE TOTPULTOTUT
/Ewgumm Tre YAk I[Ced UE Ik

TS P} JO SN0 I3
sdeae st wonmsod XIS, 9T,
-9[qes Surpuodsarion Jno
13 pue 21n3on318 UReua
sadid [z 0 uonEI0] API)

/.
uopoem
s adid Japng
4
/
0F JU0D 9 :
apiaLL 57142 ¥Z Ju0I 6
A £CT-ED 8T WO ET || T av
. o \ Hidsg HW f
. . . 1037 RS, & ot
ol e @ | ‘Dsa‘zagH -5 S~
apprt dase) | ssmog simomng | UCTTISIL | mewE | anneo) T
megd Tuspeddn asoaug adrt qmumn...ﬂw.ﬁa&_m / _i]s N\
b i e 2 = xop dug | for (Sjuonpaap M0
TIEANO® SN soradsty
# opod 10 I5N0Y pur 1SS T
i arnoury /e ey IS¢ TEEHN ) sxmoang
ﬁ JM gdwexy
swqr/aeq (I WAL

unog uonasdsuy sjouely

(I EAN0 3Y3 01 NEF2p [
m@g .CUMMO QH HGOHHH&U“—.NU

sojoyubw uolounf A3y ojdwpsg/ioadsu] '9

2INP9a20i1d UoypBsSaAU] JUSWIYDIDD

9



81

uslanp
add japng
. ;E,f;,f/\
0€ | 2u0D 9 Preli N
~ Nl
SPPML [STT-93 ¥Z | 2u0D 6 /e m/
Mg lezT-g0 8T [2u0D 1 ||—c 6 —
N (67703 / wpdag HIN
! < ROI INoag o1
| gme | g e | S || S /o
.uw_umﬁiim e ' saming jamsnng GOREAILT .EuMEM.Q .Jneuuﬁovomv L 1 Li \\
L usmpeaddn’ AL o u«ﬁmmmv o / _ N\
TORIROL 01D =" nop Huuodat Jo (5)uonsenp apan T
TTIEAN.O®SSNA |

Jooadsuy

H meQ 40 ®m30£ ﬁﬁm H@@.ﬂ.m vondizosa(] uopesoy

WNOWY /D1E(] UIBY 158 ﬁ m.ﬂ - T_ _\/m {I1 2mnung
SWILL /e QMQmem I HDWIgateD)
wio] uonradsiy JOYUBIA
sajoyuny uolsunf Aay sjdwing/joadsuj
2INPa301d cO_._.Um_.pmm.\,E JUSWIYy iR D




57

oN [ 53A [ {PIDo30 UDHESNSIAUT 110 ]

SINAWINOD

L STSA[EUY
AI0VEIORT,, S10U LU0

sishRuy Axaleiogen Q\mg mﬁ ) Q J\ME @ﬁ JO SJUINfO4 PUE TERI0TY
195107 JO WWEN[[o] ety SIUIIBLANG CRUOTUUY | . .
10,1 PN 91 UT PATOSEIT
- s1o1owrered T0] SIN[BA INU
Im\ @ wi m O sunIoD ameg Araponpueny dwa 1 A - 3 ﬁii !

Sinsey suldwes pue uaNe I sadureg

wngensd M

ruowwry [ sESyg venoyg [

fsny O .
(41dde yed

wreed [ 9w8V ]

amsuy Lreanueg [ weeyg ARO[ Msea 19d [[] $9IqWTOld [ UGN _H_ T onoadsuf [Ensiy

129799 H

(irdde ye e 09125) SFrePSINIRIILIS 20UIPIAT TenSIA

.mmmoﬂ ui‘wwwmm« e

USIH ] MSOpPON [ PRI [ dureqg O

z0p Jo uondrosa(g ‘sax J1 ON [] 524 [ 007 JO 22UapTag

31820°] 1I0UGED) [ 12adsu 10UBED [

paeng [ (ury Hutuado 13312 JO 12T SUORIPUOT) I2A0)

ssjoyupw uouduns Ay ajdwpsg/joadsu] Z°9

2INP320id UODBYSSAU] JUBWYDIDD 9



0c

uolaIR
adid jouno H
, s
. 1144 QU0 9
SPPLL  |5ZT-9D 8T | U030 €
Aiq €Cl-490 g1 |Ju0] (1 |[— 6]
: . ET) ; widac HiN \
. ‘GO SPONL 01
m.ﬁmﬁ Jomnsea L o D) DAd ‘HAGH e N S~
o | DM | gy | i | ramney S
O merg wopesddn’ AL g Huvmmwwu”ﬁvvnﬁ / fw\\\/
Homsod 0D = A0} SULODUT JO (S)uondeIp IR0 T
TIIEANO®SSNA { 1oadsay
OMSHWO T
. J . WNOWY /BT UTEH IS8T (JJ 3onng
\M gy /areq (1 YTWNEDY

W10, Uono2dsuy IJOYUEA

sajoyuby uoyounf A9) sjdwipng/joadsu] Z°9

2INP320id uoipbisaAu

juswiyaipd



|24

aF1erst]
T[T DH.NU..S.UQH SNSIY

B wwuwmmumﬂﬁ
YOI 91eOFpuU SI[NSIY

G PUE § GI2nIa( @mﬁduoﬁ

m Apo{i 9370281 11T

23reysi T
. JIOT[[T S1EITPUY SINSIY
3BIeysIY ML — ; I
o1eapu] LON O SHnsy

mmumgu&.mw
IDTT 2TTIPUT SITSNY

-Juaw8as adid 2i3109ds e 03 984eyasIp 12i||i [enulod ay}
91€|0SI 01 JapJo U] sainonuis a|dwes pue 10adsul AjjednjewalsAS  «  UOKRIOS] 92IN0§ €9

SINPa20I14 UoYPBSIAU| JUBWIYDRD 9



[44

wanIu0) Jo JuEnjjog LD |lueeIng BIIOWIWAS

RUDOML) Ly Arananpuer) “dumay,

Wasoy Sunduirg pus udsE ], so{dues

wngenag 0] wwowwry [ siSfuanoy [ O g pewsaleag ] 200N 3 wonasdsuy Lo o
S8rensICy MOMIT Jo PuAPIAT J0IERO

wiy] Bl mE Y fampueg [ waatg MODT AN R [ SNERORTT] AUON [T onHadsuT [nsTA
SETESI(] AT JO FVUIPIAT [ENSTA

“ YAIpE £ MESpOlN [ PRI I dureer 1oL Fo uondrabss(y X 3T Gy [ $*A ] 4n0) JO 20UaDIT _

uﬁpﬁ,:uu_ﬂ 300 [
a1 g Pous ]
=4y UG PRy woneg] =y tfu) pdagy awpy FUORIPUCT
UINBGYNILD /AOYTE I/ IR0
=y 3wy pdsg aorg =1j vy by adig
RO 0
=7 :{up oy omag = oD P g 2ad O
AT Im
=1 :(48) TPLA, MOLT =1 (oD g M0 uas] AR [T
adyT (mary pAarinnen )
=5 oD mpy Aes =p (o) ey ] AT
uuu.ﬂuﬁnq‘rvm
ISILDWIANGLEI VEAG isuowaansza adig SELDITA [ERA0
SEMS [spioradua] ITMG AHNBTCIIY, IEAG/DET] JTRIOTII] D[EMS PIPINGY d1J papEnoy
[ [

i 4

ﬂ : !

_ﬂlhl d P |

(300 H3[3) [EMGROIE Jo adegs

TOPmESIO] DPIIIE] @] onuonng

T3 1] 104 [ PInows provanyuston ] 3¢ ojdwies /ueoxs gy k31 N O A Q) ZPAIRPUTUL/ PREIs TN (00 $7
ﬁwcﬂuu_b—uco..—..«nﬁh D
WSEg 4L [ Supdweg qieoa 198 O
204U [] Foydweg soqespy L
Enag [ wonmoey Sumrserag saeas Bt [ swaar Surduneg jo add T,

THAN.O7SSN

:(yunoue pue ANep)
PR —— JUDAD JUIUTRT 158

o 1IN 39013
£ e
i LY /2NN 11madsur
7 ———— —_—
ﬂﬁ\# . uao] (] WOUGAEY
dnounboanesg
JPusey uEEILANCS w0, SuruesIng JuAoIe] /EHn0

wilo4 Buluaaiog PN 1 Xipuaddy



oN [0 594 [ épIpou uoneZnsosul 1yang

SINAWHOD

LIZROUG ) 16 JUTINTIOL] TR Laltlizmyia pinig ﬁ‘.‘ﬂcﬂn&mﬁ
DUBOT) Sues Lnansapuory ~dway,

SiSey SUT[AIIvG PUE USNE f, So[dWIts

wnaoang [ ewowwy [ sligueney g s pews sfemag [ owoN [ uoneadsup Loy
(#1dehe e (e 199595) 2Breyds1 9] SO SPUIPIAT ALOIOERO

weo.g ] Ay [ A Sewes [ weeg SO AR 0 [ S G N O wondadsu] sy
(1ddu auy g 100ps) aHinosiq ADAIL FO IOUIPING JENSTA

W] omopoly [ PRl (] dweg [ mopdjouondudsagisagjl  ON 7 SN [ MO0 20udpug

MPOT 10U [ WDXASUT 10U [ poung [ {"ut) Sumado 100 Jo FAWTICT SHORIPUCD I2A0D)
BCHSRRP
adid lagas
s \\iﬂff\
g £
~ N
t 8
—ig 6l —
[E] yideq HIA
7 uos) H{Eong ol
— | p e ) () | Oadadad & ~
3...5:%28 ;%3 mmmﬂé - - ) /_/; WV\ g
opporr, ‘dutr FUIOOE/ITHINNG ¥ b 1os)
moly sunpratdpy et 0 _s...umﬂﬁw&m / ;Fw_l_.k% N
RGWIOG HI0)D)

w— ANOF BURGODTT JO (S)UONSATp S =

103>adsuy

unouduasay ueneooT

WNOUIY [AIS(] BTBY ISLY (] #evEnagg
DUWILY /AT (J] uIgaIe)y

FuoIoy WANSEIAN0S

wro,g uonsadsuy stoyue

w104 Buiusalog sjoyupy g xipuaddy £



Outfall/Catchment Screening Form Southeastern Reglonal
ServicesiGroup

Catchment ID: Town:

Inspector: Date/Time:

Street Name:

Last rainfall event STRSG estabtihed 2993

(date and amount):

b
Type of Sampling Bvent: [ Dry Weather Screening Location: L1 Outfall FUSS & O’NEILL
L} Dry Weather Sampling [} Manhole
L] Wet Weather Sampling [} Catch Basin

[} Interconnection

Is outfall submerged/inundated? [] Yes {1 No If YES screen/sample at st non-influenced strucrure: L1 MH [ CB

Structure 1D: Latitude: Longitude:
Shape of Pipe/Swale (check one)
T —T—___
—t—) | T —t—/ |
— o T H
h h o
' {
T I b
] [ L]
Rounded Pipe Rounded Swale Rectangular Pipe/Swale Triangunlar Swale Trapezoidal Swale
Outfall Material: Pipe Measurements: Swale Measurements:
[Concrete
LIHDPE Innet Dia. (in): d= Swale Width {iny: T =
LiCottugated Metal Pipe
[ Ductile Iron QOuter Dia. (in): D= Flow Width (in.): t—=
[ Clay
1 pve Pipe Width (n): W= Swale Height (in): H=
[ Other
Pipe Height (in): H= Flow Depth (in): h=
Outfall/Manhole/Catchbasin
Conditdon: Flow Depth (in): h= Bottom Width (in): b=
[] Good [ Fait
O Poor  UCrambling

I Evidence of Flow: [} Yes [1 No  If Yes, Description of Flow: L] Damp O] Trickle [ Moderate [ High

Visual Evidence of Illicit Discharge
Visual Inspection: [] None [ Floatables 1 Pet Waste [1Oily Sheen [ Sanitary Waste L Algae U] Foam.

Olfactory Evidence of Illicit Discharge
Olfactory Inspection: [ 1 None [ Sewage Smell [ Musty [ Rotien BEgps [ Ammonia  [] Petroleum

Samples Taken and Sampling Results

Temp. Conductivity Salinity Chlotine

Ammonia Surfactants Bacteria Pollutant of Concern




Appendix E

IDDE Employee Training Record

Town of Uxbridge
fiicit Discharge Detection and Elimination Plan
June 30, 2016
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Appendix F

Source Isolation and Confirmation Methods:
Instructions, Manuals, and SOPs

Town of Uxbridge

Miclt Discharge Detection and Flimination Pian 37
June 30, 2016




Standard Operating Procedures Central Massachusetts Regional Stormwater Coalition
S0P 10: Locating Micit Discharges

SOP 10: LOCATING ILLICIT DISCHARGES
Introduction

An “illicit discharge” is any discharge to an engineered storm drain system that is not composed entirely
of stormwater unless the discharge is defined as an allowable non-stormwater discharge under the 2003
Massachusetts MS4 Permit. Illicit discharges may enter the engineered storm drain system through direct
ot indirect connections, such as: cross-connections of sewer services o engineered storm drain systems;
leaking sepfic systems; intentional discharge of pollutants to catch basins; combined sewer overflows;
connected floor drains; and sump pumps connected to the system (under some circumstances). [Ilicit
discharges can contribute high levels of pollutants, such as heavy metals, toxics, oil, grease, solvents,
nuirients, and pathogens to receiving streams.

Tllicit discharges can be located by several methods, including routine dry weather outfall inspections and
catch basin inspections, which are described in detail in SOP 1, “Dry Weather Outfall Inspection” and
SOP 3, “Catch Basin Inspection and Cleaning”, respectively, as well as from citizen reports.

This SOP assumes that the municipality has legal authority (i.c., a bylaw or ordinance) in place, per the
requirements of the 2003 Massachusetts MS4 Permit, to prohibit the connection of non-stormwatet
discharges into the storm drain system. The authority or department for addressing illicit discharge
reports would be cleatly identified in the municipality’s legal authority. In Massachusetts, this is
typically a combination of the Board of Health, the Department of Public Works (or Highway
Department), and the local sanitary sewer department or conmmission. In some communities, the
Conservation Commission may also play a role. This SOP refers to “appropriate authority” generically to
reflect differences in how municipalities have identified these roles.

Tdentifying Ilicii Discharges
The following are often indicators of an illicit discharge from stormwater outfall:

I. Foam: indicator of upstream vehicle washing activities, or an illicit discharge.

2. (il sheen; result of a leak or spill.

3. Cloudiness: indicaior of suspended solids such as dust, ash, powdered chemicals and ground up
materials.

4. Color or odor: Indicator of raw materials, chemicals, or sewage.

5. Excessive sediment: indicator of disturbed earth of other unpaved areas lacking adequate erosion
control measures.

6. Sanitary waste and optical enhancers (fluorescent dyes added to laundry detergent): indicator of
the cross-connection of a sewer service,

7. Orange staining: indicator of high mineral concentrations.

Both bacteria and petroleum can create a sheen on the water surface. The source of the sheen can be
differentiated by disturbing it, such as with a pole. A sheen caused by oil will remain intact and move in
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Standard Operating Procedures Central Massachusetts Regional Stormwater Coalition
SOP 10: Locating Hicit Discharges

a swirl pattern; a sheen caused by bacteria will separate and appear “blocky”. Bacterial sheen is not a
pollutant but should be noted.

Citizen Cudl in Reporis

Reports by residents and other users of a water body can be effective tools in identifying the presence of
illicit discharges. Many communities have set up phone hotlines for this purpose, or have provided
guidance to local police departments and dispatch centers to manage data reported in this manner.
Municipal employees and the general public should receive education to help identify the signs of illicit
discharges and should be informed how to report such incidents.

When a call is received about a suspected illicit discharge, the attached IDDE Incident Tracking Sheet
shall be used to document appropriate information. Subsequent steps for taking action to frace, document,
and eliminate the illicit discharge are described in the following sections,

Potential illicit discharges reported by citizens should be reviewed on an annual basis to locate patterns of
illicit discharges, identify high-priority catchments, and evaluate the call-in inspection program.

Tracing HHicit Discharges

Whenever an illicit discharge is suspected, regardless of how it was identified, the attached IDDE
Incident Tracking Sheet should be utilized. The Incident Tracking Sheet shall be provided to the
appropriate authority (i.e., Board of Health, Department of Public Works, etc.), which shall promiptly
investigate the reported incident.

If the presence of an illicit discharge is confirmed by the authority, but its source is unidentified,
additional procedures to determine the source of the illicit discharge should be completed.

[. Review and consider information collected when illicit discharge was initially identified, for
example, the time of day and the weather conditions for the previous 72 hours. Also consider and
review past reports or investigations of similar illicit discharges in the area.

2. Obtain storm drain mapping for the area of the reported illicit discharge. If possible, use a
tracking system that can be linked to your system map, such as GIS.

3. Document current conditions at the location of the observed illicit discharge point, including
odors, water appearance, estimated flow, presence of floatables, and other pertinent information.
Photograph relevant evidence.

4. If thete continues to be cvidence of the illicit discharge, collect water quality data using the
methods described in SOP 13, “Water Quality Screening in the Field”. This may include using
field test kits or instrumentation, or collecting analytical samples for full laboratory analysis.

5. Move upstream from the point of observation to identify the source of the discharge, using the
system mapping to determine infrastructure, tributary pipes, and drainage arcas that contribute. At
cach point, survey the general area and surrounding properties to identify potential sources of the
illicit discharge. Document observations at each point on the IDDE Incident Tracking Sheet as
well as with photographs.

6. Continue this process until the illicit discharge is no longer observed, which will define the
boundaries of the likely source. For example if the illicit discharge is present in catch basin 137
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Standard Operating Procedures Central Massachusetts Regional Stormwater Coalition
SOP 10: Locating Hilicit Discharges

but not the next upstream catch basin, 138, the source of the illicit discharge is between these two
structures.

If the source of the illicit discharge could not be determined by this survey, consider using dye testing,
smoke testing, or closed-circuit television inspection (CCTV) to locate the illicit discharge.

Dye Testing

Dye testing is used to confirm a suspected illicit connection to a storm drain system. Prior to
testing, permission to access the site should be obtained. Dye is discharged into the suspected
fixture, and nearby storm drain structures and sanitary sewer manholes observed for presence of
the dye. Each fixture, such as sinks, toilets, and sump pumps, should be tested separately. A
thitd-party contractor may be required to perform this testing activity.

Smoke Testing

Smoke testing is a useful method of locating the source of illicit discharges when there is no
obvious patential source. Smoke testing is an appropriate tracing technique for shart sections of
pipe and for pipes with small diameters. Smoke added to the storm drain system will emerge in
connected locations. A third-party contractor may be required to perform this testing activity.

Closed Cireuit Television Inspection (CCTV)

Televised video inspection can be used to locate illicit connections and infiltration from sanitary
sewers. In CCTV, cameras are used to record the interior of the storm drain pipes. They can be
manually pushed with a stiff cable or guided remotely on treads or wheels. A third-party
confractor may be required to perform this testing activity.

If the source is located, follow steps for removing the iflicit discharge. Document repairs, new sanitary
sewer connections, and other corrective actions required to accomplish this objective. If the soutce still
cannot be located, add the pipe segment to a future inspection program.

This process is demonstrated visually on the last page of this SOP.

Removing Hlicit Discharges

Proper removal of an illicit discharge will ensure it does not recur. Refer to Table SOP 10-1, attached for,
for examples of the notification process.

In any scenatio, conduct a follow up inspection to confirm that the illicit discharge has been removed.
Suspend access to the storm drain system if an “imminent and substantial danger” exists or if there is a
threat of serious physical harm to humans or the environment.

Attachments

1. Hlicit Discharge Incident Tracking Sheet
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Standard Operating Procedures Central Massachusetts Regional Stormwater Coalition
SOP 10: Locating Ilicit Discharges

Reluted Standard Operating Procedures

SOP 1: Dry Weather Outfall Inspection

SOP 2: Wet Weather Qutfall Inspection

SOP 3: Catch Basin Inspection

SOP 13: Using Field Test Kits For Outfall Screening
SOP 15: Private Drainage Connections

Y R

Table SOP 10-1

Notification and Removal Procedures for Illicit Discharges
into the Municipal Separate Storm Sewer System
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Standard Operating Procedures Central Massachusetts Regional Stormwater Coalition
SOP 10: Locating Mlicit Discharges

{llicit Discharge Detected (Baseline
Information Collected from Incident
Tracking Sheet) '

|

h 4 y
Return Visit — No Flow (Transitory or Return Visit — {Continuous Flow)

Intermittent Discharge) Colect a sample before (and after)
source is removed.

Source Site
Susnected

No Source Site
Susnected

No Source Site
Susnected

Source Site
Susnected

¥ v v hd
Inspect Potential Visually Inspect Visually Inspect Inspect Potential
Source Site Storm Drain Access Storm Drain Access Source Site
Points; Install Weirs, Points to trace flow
Sandbags, Dams or back to Source
Blocks.

Source Site
Suspected

No Sowrce Site
Identified

Source Site
Suspected

Smoke Test or Televise Storm Drain
System; Sample if necessary

|

Add to Further
Inspection List

¥ h 4

J Dye Test, Smoke Test, Televise, or Electronically Locate )4
Floor Drains, Sumps, or other Suspect Connection
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Standard Operating Procedures Central Massachusetts Regional Stormwater Coalition
SOP 10: Locating lilicit Discharges

' Guidelines and Standard Operating Procedures. lllicit Discharge Detection and Elimination and
Pollution Prevention/Good Housekeeping for Stormwater Phase II Communities in New Hampshire, New
Hampshire Estuary Project, 2006, p. 25, Figure 2-1.

&
al
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Tllicit Discharge Incident Tracking Sheet

Incident ID; . S— _ _

Responder Information (for Citizen-Reported issues) -~ -0

Call Taken By: Call Date:

Call Time: Precipitation (inches)

_ in past 24-48 hours:
Observer Information | R e S

Date and Time of Observation: - Obsetrved Duﬁng Regular Maintenance or
Inspections? [1Yes [INo

Caller Contact Information (optional} or Municipal Employee Information:

‘Observation Location: (complete one or more below) =0 0770

Latitude and Longitude:

Stream Address or Qutfall #:

Closest Street Address:

Nearby Landmark:

Primary Location Description Secondary Location Description:

[_]Stream Corridor (In or adjacent to strearm) [outfall [ |In-stream Flow | [ ]Along

Banks

[ lUpland Area (Land not adjacent to stream) [ Near Storm | [ |Near other water source
Drain (stormwater pond, wetland, ect.):

Narrative description of location: :

Upland Problem Indicator Description S e e s e T

[ |Dumping DOll/Solvents/Chemlcals [ ISewage

DDetergent, suds, etc, [:]Other:

Stream Corridor Problem Indicator Description 75 0 00 R L

Odor [ None [ ISewage | |Rancid/Sour | [ [Petroieum

(gas)

[ ISulfide (roiten [ lOther: Describe in “Narralive” section
egps); natural gas '

Appearance [ ]“Normal” [ loil Sheen | [ ICloudy ! [ [Foam
[_lOptical enhancers [ 1 Discolored
[ JOther: Describe in “Narrative” section
Floatables [ [None [ ISewage (toilet [ 1Algae [ ITrash or
paper, etc) debris

[ |Other: Describe in “Narrative” section

Narrative description of problem indicators:

Suspected Source (name, personal or vehicle description, license plate #, address, etc.):
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SMOKE TESTING STANDARD OPERATING PROCEDURE
Based on the Smoke Testing conducted in #58166 SMOKE TESTING in Southern Service Area

AREA SELECTION

This may be a result of specific project in the design phase or the result of arcas connected to the
existing project.

= g
‘* o

In the case of Project #58166, subareas to the
master pump station were tested due to issues
during and immediately following rain events.
SCADA provided the list of pump stations
with excessive run times which pumped to the
MPS in question. These pump stations were
collected and mapped for location. In addition
to the stations with excessive run times, several
other subareas were tested in order to Smoke
the entire region.

Once the area is selected, the OCUD Project
Manager will coordinate with GIS. GIS will
provide a total count of manholes and limear
footage of gravity mains based on GIS data
and assets, These quantities will be shared for : |
pricing. GIS will also provide quarter sections f=v . 0@ 4
maps with customization including house == —_—
addresses and aerials (shaded 50%). These quarter sections should be plotted immediately prior
to smoke testing so the most current information is included and provided to the Contractor.

Project timing is also significant. Smoke will not be evident in areas that are saturated. The
optimal scheduling for smoke testing is during the dry season. The purpose of testing is to locate
not only surface features including illegal connections and broken cleanouts but also issues in the
sapitary sewer main, laterals and manholes. In addition, criteria should be developed to
determine how long after a rain event that smoke testing may commence.

NOTIFICATIONS

This is a critical function of the testing program. OCU customers, General Public, Utilities
Water Reclamation, Director’s office, Commissioners Office, 911, Fire Department and Utilities
Dispatch need to know the purpose, location, dates, procedure and status reports.

Director’s approval of Puablic Notification flyer/mailer and door hanger,

Commissioners office notification and briefing,

Fire Department and 911 contacts and notification,

Residents received the public notice as a mass mailing prior to smoke testing

Door hangers were hung at each residence 2-4 days prior to smoke testing specific
subdivision

ooooo
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(] Provide Variable Message boards strategically placed throughout testing including major
streets into the area and entrances into subdivisions

[0 Weekly updates were sent to the Fire Department, 911, Utilities and Testing Company

[ Notification of all parties of project completion

1. The OCUD Project Manager must have the Public Notification flyer / mailer and door
hanger approved through the Director’s office using the PIO request form and PIO checklist
unless an approved template is being utilized.
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2. The OCUD Project Manger will contact the Commissioners office and notify the
Commissioners that there will be smoke testing in their District. Commissioners need to be
notified or briefed prior to the public notification flyers / mailers being sent to the public.

3. The OCUD Project Manger shall provide initial notification to 01 ange Countv Fire Rescue
and locate the Assistant Chiefs commanding 3 y
the Fire Stations of the affected area. This
may cover several areas depending on the
total area to be smoke tested. However, the
City of Orlando may also be providing fire
service for the area, and coordination is
required.

Oearges Grurlp Fire Kerciw Hatlabeme
and Fpg S8 n 1orinty

4. The Contractor or OCU shall provide a
mass mailing to all residents in the smoke - . :
testing area approximately two (2) weeks prior to project start. The Project Manager shall
determine if the mailers shall be handled in-house or by the Contractor. The Project
Manager will provide residents names and addresses by coordinating with GIS. GIS can
export all the information in an excel table for an easy mail merge. Please request customers
billing address be provided in addition to the home owner data so that renters are included in
the notification process. Note that Customer service’s reverse dialing system may also be
utilized and a printed note can be placed on Customers Bills, to supplement the public
notification flyer / mailer.
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5. The Contractor will hang door hangers approximately 2-4 days prior to Testing specific
streets.

6. The Contractor shall provide Variable Message Boards (VMB) strategically placed
throughout testing including major streets into the area and entrances into subdivisions.
Project 58166 covered 75 miles of sanitary sewer (400,000 LF) and 7,300 residents over a 2
month period. The Contractor constantly relocated the three (3) YMB to cover the areas
being smoked.

7. The Project Manager shall provide weekly updates to the Fire Department, 011, Water
Reclamation contacts, Utilities Dispatch and Testing Company. Work for the upcoming
week as well as total progress shall be provided by the Contractor and this information shall
be conveyed to all parties on a weekly basis and sent the Friday before the upcoming week
by the Project Manager. This included an overall progress map of the entire project progress,
narrative describing the week look ahead and a map showing all street names to be tested the
following week. The Project Manager is the sole point of contact for all Public Safety and
Utilities Departments. ‘

————
R 3

Green = compicte
Yeilow = In Progiess
Red = not stated

8, Provide Notification to all parties that the smoke testing is complete. The Fire Department
will call immediately if they haven’t received the weekly update.
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OCUD DOCUMENTATION COLLECTION

The OCUD Project Manager will provide the Consultant or Contractor with the following
information to provide a quote.

Ooonooodn

£

Proposed smoke testing area map,

One set of quarter section maps for the purpose of bidding

Total Linear Footage of Sanitary Sewer,

Total number of Manholes,

Total number of Resident Addresses & spreadsheet for Mailers and door banger count,
Requirements for Variable Message Boards,

Requirements for the door hanger and 2 page mailer including sizes, color, etc.

Three (3) color sets of quarter section maps to the Contractor plotted at the fime of smoke
testing. . :

Coordination with Water Reclamation for Manhole locates just prior to smoke testing
(several manholes were found to be paved over or located in the R-O-W)

Coordination with Construction and Water Reclamation during smoke testing for an
emergency contact / standby personal to make emergency repairs if required and provide
sewer cleaning if line is blocked. '

SMOXKE TESTING SCOPE OF SERVICES.

Procedures

O

Approved Public Notification Mass Mailers. The Contractor shall mail out to all the
residences and businesses in the proposed project area, the approved Smoke Testing
public notification flyer / mailers, as a mass mailing approximately 2 weeks before the
overall project starts. The mailer shall only be the approved Orange County Utilities
smoke testing public notification flyer / mailer and shall be provided by the Project
Manager for each project. -

Door Hangers. The Contractor shall place door hangers on all residences and business 2-
4 days prior to smoke testing at those specific addresses. Door hangers shall be an
ongoing process throughout the project and shall be limited to the area provided in the
look ahead schedule. Door Hangers shall not be placed for areas which will not be tested
within 4 days.

Smoke Test Setup. The contractor will setup on every other manhole and smoke test no
more than 400 ft both directions from setup (Total of 800 LF). This distance shall not be
exceeded unless written authorization and field verification is given by the verifying that
distances greater than a 400 ft radius are providing acceptable results. The Contractor
shall be responsible for Maintenance of Traftic and relocation of variable message boards
throughout the duration of the project.

Smoke Testing Crew. The smoke testing Contractor shall provide at minimum a crew of
four (4) people. One member to man the machine, two (2) to walk and one supervisor.
The supervisor will assist in all functions but with primary effort on data collection,
logging, determination of smoke testing schedule and tracking.
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O Smoke Testing, Smoke will be turned on and remain on throughout the entire time of
testing including the walkthrough for identification of defect locations with flags as well
as during the taking digital pictures for each flagged and numbered defect.

O Identification of Defects. The walk through for locating of defects will not begin until
smoke is highly visible with a smoke plume emanating from the plumbing vents of
houses at the end of the setup location (maximum 400 ft radius) from the smoke testing
machine. A colored locate flag will dropped at the location of the defect and will be left
for the homeowner to remove. Walkers shall traverse not only the sidewalk but between

all homes and in back yards looking for illegal connections including patio, pool drains
and roof drain connections.

0 Defect Pictures. Once the area has been flagged the Smoke Testing Contractor will snap
a digital picture (not less than 2 Megapixel with time and
date stamp on the digital photograph) showing the smoke
billowing from the defect, flag, unique number, and
physical features at or near the defect. Pictures without
smoke plume from the located defect or missing visible
unique number are unacceptable.  The contractor will
provide a self standing sign (sandwich board) at each
defect with minimum 4” tall numbers physically located at
each defect part of the picture. Numbering shall be
conseculive, unique number per defect, clearly visible in the picture and noted on the
report, record drawings and summary spreadsheet.

0 Defect Reporting. The report for each defect shall be a MS Word document containing
the following information: Contractor letterhead, name of smoke tester, date, time,
address of defect, description of defect, manhole to manhole OCU identification, digital
photograph, priority rating of defect, Total Drainage Area estimation, quarter section
number, footage smoked and map for exact location of defect. Note the map may be of
an entire street with multiple defects shown. Weekly reports shall be provided to the
Project Manager in digital form as well as 2 hard copies. The Project Manager shall
provide one copy to Water Reclamation.

o Common description of defects include: broken cleanout, broken cleanout cap,
missing cleanout cap, manhole lid, roof leader, drain connection, AC connection,
smoke under sidewalk or driveway, etc '

o Common priority ratings and Total Drainage Area estimations include: Priority 1
(illegal connections, direct impact, large drainage area), Priority 2 — High Impact
(low lying area, down spouts near cleanout, etc), Priority 3 — Moderate [mpact
(small impact but potential inflow), Priority 4 - Insignificant (None, no impact).
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Contractor Name, address, phone Contractor Name, address, phone

SMOKE TESTING FORM

CLIENT: Otange Gounty
LOCATION: Southchase
DATE: 02-06-08 TIME: 12:50pm
MH TO MH SECTION: 38400027 to 39490055 FIFE SIZE: 8™ (U
Lnraren [ DEFECT BICTURE # J /
addrass Cleancutidrain on tila fioor 1 /m /

l

/ @ 4‘4{%.053

3
S eSS
]
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71 Record Drawings and Summary. The Contractor shall return on set of the quarter section
maps showing all the defects for the project to the Project Manager. In addition, the
Contractor shall provide an Excel table Listing the defect number, priority, total drainage
area estimation, location, address, and description of defect. The spreadsheet shall be
provided each week with the reports and shall be cumulative with a final summary of all
defects at the end of the project.

Defect/

TDA Notes Location Address Notes

Pic#

Piiority T otaf
Drinage
Arca

large MH ditch

small

small

smiall

sinall

nit

FEYICN ] FRY FIC] TI0)

low area

[T TLT]

MH #22 in ditch

cleanaitt

cleanont

MH #11 Below Grade

cleanaut

Broken C.O.

Breken C.O.

[1 Project Coordination. The Contractor shall provide a one week look-ahead schedule and
coordinate with the Project Manger the exact locations of Smoke Testing for the
upcoming week. This information will be transmitted to the Fire Rescue Department by

the Project Manager.

REQUEST FOR QUOTES (RFQ)

The RFP will contain the following bid items based on the scope of services as well as minimum

details for the smoke testing procedure:

O Cost per foot for smoke testing
O Cost for mailer and door hanger

Smocke Testing SOP FTP.doc
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O Cost for variable message boards Per Month
1 Final Report, Excel Summary and Record DWGS LS
M Acknowledgements of Contractor Responsibilities and Scope of Services

o Responsible for all MOT including traffic control, barricades, flagmen, traffic

cones, police, etc

o Providing all flags, equipment, chemicals, water, fuel and all appurtenances to be
included in the per foot cost
Responsible for protecting the public from open manholes
Responsible for any special permits or licenses
Coordination with Schools and high traffic roads for testing on weekends only
Providing a phone number for information and point of contact onsite during
testing for the public

o 0 0 0

UTILITY INSPECTOR

As with any project, there are several procedural errors or shortcuts that can be made which will
detrimentally affect the outcome. The inspector will verify the procedures are being followed by
the Contractor including, running the smoke the entire time, effectiveness of the walkers, verify
backyards and side yards are being investigated, speaking with the public and documentation.
The project schedule shall be coordinated by the Project Manager with Construction to verify the
specifications are being adhered.

In 58166, we provided a full time Inspector as well as a part time representative from Water
Reclamation. Both Utilities representatives were looking for defects, calling in critical defects to
be repaired immediately, speaking with the public about the project and directly responding to
customer calls to the Smoke Tester PIO as well as the Water Reclamation hotline, In addition,
we corrected several issues with the smoke tester procedures. The first was the duration of the
smoke. The walkers were leaving before the smoke had reached the end of the area to be tested
and were missing vital defects. There is a time lag from when the machine i3 started until the
smoke fills the volume of the gravity collection system, laterals, house plumbing and reaches the
final point of the testing area. The coordination between the Contractor in charge of running the
smoke test machine and the walkers was not efficient. In one instance, they ran out of smoke
and the walkers continued looking for defects even though no smoke was in the system. Finally,
the machine was being turned off immediately after the flagging was finished. In some
instances, the defect (broken later under a sidewalk, manhole shifted cone section or deep
cleanout) were not readily apparent without the presence of smoke. The defect pictures must
show smoke to identify the specific defect and show proof that there is an issue.

GPS COORDINATES

In 58166, the Prime Contractor shot GPS coordinates of each defect as well as took coordinates
for every manhole and lift station in the testing area, This task was a full time position and
required the Contractor to provide the GPS Trimble equipment. The need to locate both the
existing facilities as well as the defects is a coordination effort by the Project Manager with both
GIS and Water Reclamation. In addition, the GPS Technelogy is not normally a service
provided by Smoke Testers, so the additional cost for a sub will have to be evaluated by the
Project Manager and the need for the Utility.
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DATA ANALYSIS

The Project Engineer is responsible for analyzing the defects found during smoke testing,
verifying priority, and creating a column on the summary spreadsheet for responsibility. Illegal
connects ot cleanout issues at the home are the responsibility of the homeowner to repair. The
cleanouts at the R-O-W line, defects found under sidewalks or driveway aprons, manholes, etc
are the responsibility of Utilities to repair. The Project Manager will sort the summary
spreadsheet by responsibility and priority. This information shall be coordinated through both
Water Reclamation for scheduling of repairs as well as with the Water Reclamation
Environmental Compliance section for residential compliance and verification of repairs. The
project manager shall ensure that the digital data is filed on the digital network under the
appropriate sequence number,

PROJECT CLOSEOUT

The Project Manager shall have a closeout meeting and pass all the information including
spreadsheet, record drawings and Final Report with pictures to Water Reclamation. Water
Reclamation will schedule repairs that are the responsibility of the Utility and coordinate the
compliance action with homeowners responsible for private property repairs.

The results for #58166

Priority of Defect Description ROW / {Private Property Total Percent
Easement
- Direct Connection (Roof
Priority 1 - Hlegal Guttess, porch / pool drains, 0 20 20 16%
Connections .
plumbing, etc)
. .l (Ponds nearby, large
Priority 1 - Direct depressions, patking lots, 45 10 55 45%
Tmpact MH in drainage)
Priority 2 - High {Low areas, down spouts
Impact near cleanout, etc) 521 186 713 58.4%
toriiv 3 - . - ial
Priority 3 - Moderate ?mﬂl impact but potential 134 101 155 29 1%
Impact inflow
Priority 4 - Above grade o high ground, o
Insignificant No observable impact 8 70 8 64%
Total 714 507 1221 100%
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Priority 2 ~Impact — Low Areas.  Priority 2 — Impact (Low Area) Note screen on cleanout
Note swale between houses and swale between houses

Priority 3 — Small Impact Priority 4 — No Impact — No drainage Area.
Good drainage to lake. Small impact. Homeowner to repair  ¢/o on house
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UDOT Dye Test Standard Operating Procedure

Purpose;

UDOT's MS4 permit requires the following:

¢ UDOT’s entire storm drain system must be mapped including all storm drain pipe and other
storm water conveyance structures {drains, creek, ditch, retention pond, detention pond, etc.).

* Aninventory must be created of floor drains inside UDOT-owned or operated buildings. This
inventory must be kept current. UDOT must ensure that all floor drains discharge to the
appropriate locations,

¢ UDOT must develop site maps/diagrams to evaluate stormwater discharges and ensure that
only starmwater is allowed into the storm drain system and that the appropriate BMPs are in
place to minimize pollutants from entering the storm drain system.

When in doubt of a drainage pattern or ultimate discharge point, a dye test, video test, or smoke test
are all tools to aid in making these determinations. Dye testing is an excellent indicator of iflicit
connections and is conducted by introducing non-toxic dye into sinks, shop drains and other plumbing
fixtures. The discovery of dye in the storm drain, rather than the sanitary sewer, conclusively
determines that the illicit connection exists. The following procedures are for conducting a dye test.

Test Preparation:

* Review storm drain, sewer maps, and any available as-built/utility drawings to identify lateral
sewer connections and how they can be accessed. Print the station map included in the station
SWPPP which can be found in Uplan at
http://uplan.maps arcgis.com/hame/item.htm|?id=a647f522 68964 7aa890332b56h544het

s Prepare the following materials prior to the test,

o Tracing dye in 2 colors in arder to alternate hetween them when testing multiple
fixtures. * All dyes must be non-toxic, biodegradable and NSF certified.

o Outfall/manhole ohservers
o Flashlight
o Cameras

o Materials to document findings
* Notify the local health department and DWQ (801) 536-4300 of when and where dye testing is
accurring so that dye released into the storm drain system or local waterway is not mistaken for
a spill or illegal discharge.

Test Procedure:

» Station personnel at the identified manhole, sump, cleanout, outfall or other appropriate
locations needed to watch for dye. *Dye ohserved in an o/w separator does NOT necessarily
mean the fixture is plumbed to the sanitary sewer nor do manholes marked “sewer”
necessarily indicate that the line goes to the sanitary sewer.




* See product guidelines for the amounts of dye needed. Ifit is a dye that needs dissolving in
water before pouring, follow the product instructions for the initial dilution rate.

* Add dye to fixture {floor drain, sink, etc.). Make sure to record the time the dye was added and
mark the location on the map for each fixture where dye was added.

+  Flush each fixture with 20-30 gallons of water minimum or until dye is observed in a manhole,
storm sewer outfall, or other location. The more water flushed will shorten the time it takes for
the dye to be observed.

*  Watch the sanitary and storm drain discharge points until the dye is observed. Once dyeis
observed, note the time, and repeat steps at each drain being tested.

¢ Document all observations.

Test Results

» [f dye is observed in the sanitary sewer sump, cleanout, or manhole and na dye is observed in
the storm drain sump, cleanout, manhole or waterway, then the test is successful. Record the
results both on the SWPPP map and in the drain inventory for the station.

* If any dye is observed in the storm drain sump, cleanout, manhole, or waterway, retest if
necessary to determine which fixture{s} or drains(s) are cross-connected.

* Take the cross-connected fixtures out of service until they are properly connected to the
sanitary sewer (upon approval of local authorities) or arrangements are made for containment,
collection, and proper disposal of wastewater. Document a timeline of necessary corrections
needed, and follow-up dye testing results to document the corrections made.

Helpful Hints

¢ lLocating Missing Dye. The investigation is not complete until the dye is found. Some reasons
for dye not appearing include:
o The building/fixture is actually hooked up to a septic system.
o The sewer line is clogged.
o Thereis a leak in the sewer line or lateral pipe.
o Facility SWPPP map should be marked with numbered drains tested that could cotrespond to a
Dye Test Log which includes:
o Fixture number;
Fixture name or description;
Color of dye used;
Dye in time;
Dye out time;
Location of dye observed and other information/notes
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